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CAUTION NOTICE

THE SUBSURFACE INFORMATION AND THE SUBSURFACE INVESTIGATION ON WHICH IT IS BASED WAS MADE
FOR THE PURPOSE OF STUDY, PLANNING AND DESIGN, AND NOT FOR CONSTRUCTION OR PAY PURPOSES.
THE VARIOUS FIELD BORING LOGS, ROCK CORES, AND SOIL TEST DATA AVAILABLE MAY BE

REVIEWED OR INSPECTED IN RALEIGH BY CONTACTING THE N. C. DEPARTMENT OF TRANSPORTATION,

. GEOTECHNICAL UMIT @ (919) 250-4088. NEITHER THE SUBSURFACE PLANS AND REPORTS,NOR THE FIELD

BORING LOGS, ROCK CORES, OR SOIL TEST DATA IS PART OF THE CONTRACT.

GENERAL SOIL AND ROCK STRATA DESCRIPTIONS AND INDICATED BOUNDARIES ARE BASED ON A
GEOTECHNICAL INTERPRETATION OF ALL AVAILABLE SUBSURFACE DATA AND MAY NOT' NECESSARILY
REFLECY THE ACTUAL SUBSURFACE CONDITIONS BETWEEN BORINGS OR BETWEEN SAMPLED STRATA

WITHIN THE BOREHOLE. THE LABORATORY SAMPLE DATA AND THE IN SITU (N-PLACE) TEST DATA CAN BE
RELIED ON ONLY TO THE DEGREE OF RELIABILITY INHERENT IN THE STANDARD TEST METHOD.

THE OBSERVED WATER LEVELS OR SOIL MGISTURE CONDITIONS INDICATED IN THE SUBSURFACE
INVESTIGATIONS ARE AS RECORDED AT THE TIME OF THE INVESTIGATION. THESE WATER LEVELS OR SO
MOISTURE CONDITIONS MAY VARY CONSIDERABLY WiTH TIME ACCORDING TO CLIMATIC CONDITIONS INCLUDING
TEMPERATURES, PRECIPITATION AND WIND, AS WELL AS OTHER NON-CLIMATIC FACTORS.

THE BIDDER OR CONTRACTOR IS CAUTIONED THAT DETAILS SHOWN ON THE SUBSURFACE PLANS

ARE PRELIMINARY ONLY AND IN MANY CASES THE FINAL DESIGN DETAILS ARE DIFFERENT. FOR BIDDING
-AND CONSTRUCTION PURPOSES, REFER TO THE CONSTRUCTION PLANS AND DOCUMENTS FOR FINAL DESIGN
INFORMATION ON THIS PROJECT. THE DEPARTMENT DOES NOT WARRANT OR GUARANTEE THE SUFFICIENCY
OR ACCURACY OF THE INVESTIGATION MADE, NOR THE INTERPRETATIONS MADE OR OPINION OF THE
DEPARTMENT AS TO THE TYPE OF MATERIALS AND CONDITIONS TO BE ENCOUNTERED. THE BIDDER OR
CONTRACTOR IS CAUTIONED TO MAKE SUCH INDEPENDENT SUBSURFACE INVESTIGATIONS AS HE DEEMS
NECESSARY TO SATISFY HIMSELF AS TO CONDITIONS TO BE ENCOUNTERED ON THIS PROJECT, THE
CONTRACTOR SHALL HAVE NO CLAIM FOR ADDITIONAL COMPENSATION OR FOR AN EXTENSION OF TIME FOR
ANY REASON RESULTING FROM THE ACTUAL CONDITIONS ENCQUNTERED AT THE SITE DIFFERING FROM
THOSE INDICATED IN THE SUBSURFACE INFORMATION.

For Letting

A

INVESTIGATED By___ S&ME. INC. PERSONNEL___S+ JOHNSON
CHECKED BY A.F. RIGGS, JR, R. NORWOOD
SUBMITTED BY SEME, INC. M. MOSELEY
DATE SEPTEMBER 7, 2005 M. CLEARY
J. WHITE
P. PHELPS
T. PEREZ

NOTE - THE INFORMATION CONTAINED HEREIN IS NOT MPLIED OR Cu&RﬂNTEED BY THE N, C. DEPARTMENT
OF TRANSPORTATION AS BEING ACCURATE NOR IT IS CONSIDERED TO BE PART OF THE PLANS,
SPECIFICATIONS, OR CONTRACT FOR THE PROJECT.

NOTE - BY HAVING REQUESTED THIS INFORMATION THE CONTRACTOR SPECIFICALLY WAIVES ANY CLAIMS
FOR INCREASED COMPENSATION OR EXTENSION OF TIME BASED ON DIFFERENCES BETWEEN THE
CONDITIONS INDICATED HEREIN AND THE ACTUAL CONDITIONS AT THE PROJECT SITE.
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SOIL DESCRIPTION

GRADATION

ROCK DESCRIPTION

TERMS AND DEFINITIONS

SOIL. IS CONSIDERED TO BE THE. UNCONSOLIDATED, SEMI-CONSOLIDATED OR WEATHERED EARTH MATERIALS
WHICH CAN-BE PENETRATED WITH A CONTINUGUS FLIGHT POMER AUGER, AND WHICH YIELDS LESS THAN
189 BLOWS PER FOOT ACCORDING TO STANDARD PENETRATION TEST (AASHTO 1206, ASTM D-1586). SOIL
CLASSIFICATION IS BASED ON THE AASHTO SYSTEM AND BASIC DESCRIPTIONS GENERALLY SHALL INCLUDE:
CONSISTENCY, COLOR, TEXTURE, MOISTURE, AASHTO CLASSIFICATION, AND OTHER PERTINENT FACTORS SUCH
AS MINERALOGICAL COMPOSITION, ANGULARITY, STRUCTURE, PLASTICITY, ETC. EXAMPLE:

_WELL GRADED- INDICATES A GOOD REPRESENTATION OF PARTIGLE SIZES FROM FINE TO COARSE
"UNIFGRM- INDICATES THAT SOIL PARTICLES ARE ALL APPROXIMATELY THE SAME SIZE. (ALSO
"POORLY GRADED!

GAP-GRADED- INDICATES A MIXTURE OF UNIFORM PARTICLES OF TWQ OR MORE SIZES.

ANGULARITY OF GRAINS

THE ANGULARITY OR ROUNDNESS OF SOIL GRAINS ARE DESIGNATED BY THE TERMS; ANGULAR,

HARD ROCK IS NON-COASTAL PLAIN MATERIAL THAT WHEN TESTED, WOULD YIELD SPT REFUSAL.AN INFERRED
ROCK LINE INDICATES THE LEVEL AT WHICH NON-COASTAL PLAIN MATERIAL WOULD YIELD SPT REFUSAL.
SPT REFUSAL IS PENETRATION BY A SPLIT SPOON SAMPLER EQUAL TO OR LESS THAN @.1 FOOT PER 6@ BLOWS.

IN NON-COASTAL PLAIN MATERIAL. THE TRANSITION BETWEEN SOIL AND ROCK IS OFTEN REPRESENTED BY A ZONE

OF WEATHERED ROCK.

ROCK MATERIALS ARE TYPICALLY DIVIDED AS FOLOWS:

ALLUVIUM (ALLUV.) - SOILS WHICH HAVE BEEN TRANSPORTED 8Y WATER.
AQUIFER - A YHATER BEARING FORMATION OR STRATA.
ARENACEQUS - APPLIED TO ROCKS THAT HAVE BEEN OERIVED FROM SAND OR THAT CONTAIN SAND.

ARGILLACEQUS - APPLIED TO .ALL ROCKS OR SUBSTANCES COMPOSED OF CLAY MINERALS,
OR HAVING A NOTABLE PROPORTION OF CLAY IN THEIR COMPOSITION, AS SHALE, SLATE, ETC.

. SUBANGULAR, SUBROUNDED, OR ROUNDED. WEATHERED NON-COASTAL PLAIN MATERIAL THAT YIELOS SPT N VALUES > 188 BLOWS
VERY STIFE,GRA' SLTY CLR, WIST WITH WTERBEDOED FIKE SMD LAERS HGHLY PUSTE, 47-6 el — AOCK (HR) PER FOOT. ARTESIAN - GROUND WATER THAT IS.UNDER SUFFICIENT PRESSURE TO RISE ABOVE THE LEVEL
SOIL LEGEND AND AASHTO CLASSIFICATION MINERALOGICAL COMPQOSITION o FINE 70 COARSE GRATN TGNEOUS ANG METAVORPHIC ROCK THAT AT WHICH IS IS ENCOUNTERED, BUT WHICH DOES NOT NECESSARILY RISE TO OR ABOVE THE
GENERAL GRANULAR MATERIALS SILT-CLAY MATERIALS NIC MATERIA MINERAL NAMES SUCH AS GUARTZ, FELDSPAR, MICA, TALC, KAGLIN, ETC. ARE USED IN DESCRIPTIONS %CE (CLR,LINE WOULD YIELD SPT REFUSAL IF TESTED. ROCK TYPE INCLUDES GRANITE, GROUND SURFACE.
cLass. (S5% PASSING *200) (3857 PASSING *200) ORGANIC MATERIALS WHENEVER THEY ARE CONSIDERED OF SIGNIFICANCE. f&i’f&“ﬁms&*ﬁ; 31 SO ——— CALCAREOUS (CALC - SOILS WHICH CONTAIN APPRECIABLE AMOUNTS OF CALCIUM CARBONATE,
GROUP a1 Ja3] A-2 aalasla6]a7]annz | Adans COMPRESSIBILITY %ﬁcmmm CEDIMENTARY ROCK THAT WOULD YEILD SPT REFUSAL IF TESTED. ROCK Typg | COLLUVIUM - ROCK FRAGMENTS MIXED WITH SOIL DEFCSITED BY GRAVITY ON SLOPE OR AT BOTTOM
CLASS. el A3 | A6A7 SLIGHTLY COMPRESSIBLE LIGUID LIMIT LESS THAN 32 ST AT INCLUDESPPHYLLXTE. sng. gmosmne. Elg - OF SLOPE.
NS MODERATELY COMPRESSIBLE LIQUID LIMIT 31-50 COASTAL PLAIN " C0ASTAL PLAIN SEOIMENTS CEMENTED. IN K. BUT MAY NOT YIELD . a
\“02\‘::‘0 HIGHLY COMPRESSIBLE LIQUID LIMIT GREATER THAN 50 SEDIMENTARY ROCK g RE;\EISQLE TR(:U,CK TYPE INCLUDES LIMESTONE, SANDSTONE, CEMENTED —-—-————fgﬁg,ﬂEggvﬁgge‘“éuﬁ;’ A,LOE%RLEZNS%H AOSF:I;,‘QRCEL?ZL% RECOVERED IN THE CORE BARREL DIVICED BY TOTAL
- LL_BEDS,
% PASSING SILT- _PERCENTAGE OF MATERIAL WEATHERING DIKE - A TABULAR BODY OF IGNEOUS ROCK THAT CUTS ACROSS THE STRUCTURE OF ADJACENT
1 GRANULAR| o Ay MUCK, ORGANIC MATERIA GRANULAR  SILT- CLAY - ROCKS OR CUTS MASSIVE ROCK.
* 40 SOLS | gopg | FEAT URGANIC MATERIAL SCILS SOILS OTHER MATERIAL FRESH ROCK FRESH, CRYSTALS BRIGHT, FEN JOINTS MAY SHOW SLIGHT STAINING.ROCK RINGS UNDER DIP - THE ANGLE AT WHICH A STRATUM OR ANY PLANAR FEATURE IS INCLINED FROM THE
* 200 35 MX(35 MXI35 MXI35 MN36 MN(36 MN[36 MN36 MN TRACE OF ORGANIC MATTER 2-3% 3 -84 TRACE 1- 1% HAMMER IF CRYSTALLINE. "HORTZONTAL. )
— LITTLE ORGANIC- MATTER 352 5 - 12% T - 2% ; ) X :
LIOUID LIMIT 146 MXA1 MN |48 MXU41 MN 14 MX|41 MN 48 MXALMN| oo o wiTH MODERATELY ORGANIC 5-10% 12 - 20% ;fstLE ?ﬂ - 23Esl/ VERY SLIGHT ROCK GENERALLY FRESH, JOINTS STAINED, SOME JOINTS MAY SHOW THIN CLAY COATINGS IF OPEN. | pip DJRECTION (DIP AZIMUTH) - THE OIRECTION OR BEARING OF THE HORIZONTAL TRACE OF
PLASTIC INDEX | € MX | N.P.i1g MX[10 FIX[l1 MN JI MN 118 MX[IB MXJIMN JUMN | 1rrie R wiGHLy | HIGHLY ORGANIC 8% >207% HIGHLY 357 AND ABOVE (V. SLL} g?Yzngsg:L t::é{o::;‘u RSEPECIMEN FACE SHINE BRIGHTLY, ROCK RINGS UNDER HAMMER BLOWS IF THE LINE OF DIP, MEASURED CLOCKWISE FROM NORTH.

INDEX MODERATE 1 N FAULT - A FRACT R FRACT! AL 7 N DISPLACEMENT OF THI
RO? e 2 2 o | s [omxe wxis o 1y AMOUNTS OF gg,“f;‘ ¢ GROUND WATER SLIGHT ROCK GENERALLY FRESH, JOINTS STAINED AND DISCOLORATION EXTENDS INTO ROCK UP TO ""sxoué's RE:ATIVI:E: ;?Em?z Amrtﬂéf:e,,:f:fmf;f T»::q;c:ﬁﬁgfgg;as BEEN DISPLACEMENT OF THE
usuaL TvPes|STONE FRSS | o oo ciavey | sty | cravey ORGANIC \Vi WATER LEVEL IN BORE HOLE IMMEDIATELY AFTER DRILLING. (SLL) 1 INCH. OPEN JOINTS MAY CONTAIN CLAY. IN GRANITOID ROCKS SOME OCCASIONAL FELOSPAR ;

z,::;’:s m“&m‘“’ SAND| GRAVEL AND SAND | SOILS | SOILS MATTER vy _ STATIC WATER LEVEL AFTER_24 _HOURS. CRYSTALS ARE DULL AND DISCOLORED. CRYSTALLINE ROCKS RING UNDER HAMMER BLOWS. FISSILE - A PROPERTY OF SPLITTING ALONG CLOSELY SPACED PARALLEL PLANES.
Pw MODERATE  SIGNIFICANT PORTIONS OF ROCK SHOW DISCOLORATION AND WEATHERING EFFECTS. IN FLOAT - ROCK FRAGMENTS ON SURFACE NEAR THEIR ORIG:NAL POSITION AND OISLODGED FROM
GEN;:AZIM ceLLenT T0 o000 SO P73y I N l‘]Yc—— PERCHED WATER, SATURATED ZONE OR WATER BEARING STRATA st CRANITOID ROCKS. MOST FELDSPARS ARE DULL AND DISCOLORED, SOME SHOW CLAY. AOCK HAS PARENT MATERIAL.
3 v GUND UNDER HAMMER AND SHOWS SIGNIFICANT LOSS OF STRENGTH AS COMPARE :
SUBGRADE POOR W :::LE cAve i 3‘,’;‘,5 FSRESH :0"32 AMMER BLOVS AND S Los € P FLOOD PLAIN (F.P.) - LAND BORDERING A STREAM,BUILT OF SEDIMENTS DEPOSITED BY
g RING OR SEEPA! THE - STREAM,
PL OF A-7-5 S LL. - 38 :P.LOF A-7-6 >L.L.- 30 MODERATELY ALL ROCK EXCEPT GUARTZ DISCOLORED OR STAINED. IN GRANITOID ROCKS, ALL FELDSPARS DULL
CONSISTENCY OR DENSENESS MISCELLANEQUS SYMBOLS SEVERE AND OISCOLORED AND A MAJORITY SHOW KACLINIZATION. ROCK SHOWS SEVERE 0SS OF STRENGTH | FORMATION (FM.)- A MAPPABLE GEOLOGIC UNIT'THAT CAN BE RECOGNIZED AND TRACED IN
P : RANGE OF STANDARD RANGE OF UNCONFINED s CPT . (MOD. SEV.)  AND CAN BE EXCAVATED WITH A GEOLOGIST'S PICK. ROCK GIVES "CLUNK' SOUND WHEN STRUCK. THE FIELD.
PRIMARY SOIL TYPE |- COMPACTNESS OR i penrrpaTion RESISTENGE| COMPRESSIVE STRENGTH ROADWAY EMBANKMENT o1 owr TEST BORING SAMPLE F_IEST Y T REF! JOINT - FRACTURE IN ROCK ALONG WHICH NO APPRECIABLE MOVEMENT HAS OCCURRED.
CONSISTENCY JOINT
(N-VALUE) (TONS/FT2 ) WITH SOIL DESCRIPTION vsT Pt DESIGNATIONS
SEVERE ALL ROCKS EXCEPT GUARTZ DISCOLORED OR STAINED.ROCK FABRIC CLEAR AND EVIDENT BUT REDUCED g
LEOGE - A SHELF-LIKE RIDGE OR PROJECTION OF ROCK WHOSE THICKNESS IS SMALL COMPARED TO

GENERALLY VERY LOOSE 4 SOIL SYMBOL @ AUGER BORING (SEV) IN STRENGTH TO STRONG SOIL. IN GRANITOID ROCKS ALL FELDSPARS ARE KAOLINIZED TO SOME TrS LATERAL EXTENT

CRANULAR LOOSE 47010 S- BULK SAMPLE EXTENT. SOME FRAGMENTS OF STRONG ROCK USUALLY REMAIN. .

MATERIAL MEDIUM DENSE 12 70 38 Nsa ARTIFICIAL FILL OTHER THAN $S- SPLIT SPOON IF_TESTED, YIELDS SPT N VALUES > 109 BPF LENS - A BODY OF SOIL OR ROCK THAT THINS QUT IN ONE OR MORE DIRECTIONS.

{NGN-COHESIVE) ‘,525“3:"55 32 70 S0 ROADMAY EMBANKMENTS 'Q' CORE BORING SAMPLE VERY SEVERE ALL ROCK EXCEPT QUARTZ DISCOLORED OR STAINED. ROCK FABRIC ELEMENTS ARE DISCERNIBLE Bur [ MOTTLED (MOTJ - IRREGULARLY ”““';E‘; T SRS U"’OFERE"T COLORS, MOTTLING IN

: 4 >se S a A ST- SHELBY TUBE . SEV.) THE MASS IS EFFECTIVELY REDUCED TO SOIL STATUS, WITH ONLY FRAGMENTS OF STRONG ROCK SOILS USUALLY INDICATES POOR AERATION AND LACK OF GOOD DRAINAGE.
VERY SOFT 3 prape - - INFERRED SOIL BOUNDARIES MONITORING WEL SAMPLE REMAINING. SAPROLITE 1S AN EXAMPLE OF ROCK WEATHERED T0 A DEGREE SUCH THAT ONLY MINOR | PERCHED WATER - WATER.MAINTAINED ABOVE THE NORMAL GROUND WATER LEVEL BY THE PRESENCE OF AN

GENERALLY - SOFT ' 2170 4 2.25 10 8.5 =/7Z/77= INFERRED ROCK LINE O o L RS- ROCK SAMPLE VESTIGES OF THE ORIGINAL ROCK FABRIC REMAIN, [E_TESTED, YIELOS SPT N VALUES < 1@ BPF INTERVENING IMPERVIOUS STRATUM. '

SILT-CLAY MEDIUM STIFF 4708 85 10 1 Trret  ALLUVIAL SOIL BOUNDARY A PIEZOMETER COMPLETE  ROCK REDUCEQ TG SOIL. ROCK FABRIC NOT DISCERNIBLE, OR DISCERNIBLE ONLY IN SMALL AND RESIDUAL SOIL - SOIL FORMED IN PLACE BY THE WEATHERING OF ROCK.

MATERIAL STIFF 8 10 15 170 2 INSTALLATION RT- RECOMPACTED T KE: TRINGERS. SAPROLIT

VERY STIFF 15 TO 38 SCATTERED CONCENTRATIONS. OUARTZ MAY BE PRESENT AS DIKES OR STRINGERS. SAPROLITE IS ROCK QUALITY DESIGNATION (R.0.0.) - A MEASURE OF ROCK QUALITY DESCRIBED BY: TOTAL LENGTH OF

{COHESIVE) 270 4 257825 DIP/DIP DIRECTION OF TRIAXIAL SAMPLE A e

HARD >38 >4 ROCK STRUCTURES O SLOPE INDICATOR ALSC AN EXAMPLE. ROCK SEGMENTS EQUAL 7O OR GREATER THAN 4 INCHES DIVIDED BY THE TOTAL LENGTH OF CORE RUN AND
ueTul INSTALLATION CBR - CBR SAMPLE ROCK HARDNESS EXPRESSED AS A PERCENTAGE.
TEXTURE OR _GRAIN SIZE R |
® - SOUNDING ROD O~ T N-vaLlE . CANNOT BE SCRATCHED BY KNIFE OR SHARP PICK, SREAKING OF HAND SPECIMENS REOUIRES g::gg;nnz C(;SAPg - RESIDUAL SOIL WHICH RETAINS THE RELIC STRUCTURE OR FABRIC OF THE -
Us. STOL SIEVE SIZE 4 10 4@ 6@ 200 270 »  WATER LOSS QO sPT TEST sampLe SEVERAL HARD BLOWS OF THE GEOLOGISTS PICK. e RISIVE_ BOOY OF IGNEGUS ROCK (F APPROXIMATELY UNIFORM THICKNESS AND
OPENING (MM) 476 20 @42 @25 @075 0953 Skt -
ABBREVIATIONS HARD CAN BE SCRATCHED BY KNIFE OR PICK ONLY WITH DIFFICULTY. HARD HAMMER BLOWS REGUIRED RELATIVELY THIN. COMPARED WITH ITS LATERAL EXTENT, WHICH HAS BEEN EMPLACED PARALLEL
X COARSE FINE TO DETACH HAND SPECIMEN. . T0 THE BEDDING OR SCHISTGSITY OF THE INTRUDED ROCKS
BOULDER COBBLE GRAVEL SAND SAND LY cay AR - AUGER REFUSAL PMT - PRESSUREMETER TEST ‘
(BLDR.) «€oB.) R} (o, SO & S04 1sL Ly 8T - BORING TERMINATED SD. - SAND, SANDY MODERATELY CAN BE SCRATCHED BY KNIFE OR PICK. GOUGES OR GROOVES TO @.25 INCHES DEEP CAN BE SLICKENSIDE - POLISHED AND STRIATED SURFACE THAT RESULTS FROM FRICTION ALONG A FAULT OR
- - S0. - S0 : HARD EXCAVATED BY HARD BLOW OF A GEOLOGISTS PICK. HAND SPECIMENS CAN BE DETACHED ST PLANE
SRAIN MM 35 T 2o 825 0.05 e.005 o~ oon ‘Sstl - SSIHGHSTISY BY MODERATE BLOWS. ‘ STANDARD F:ENETRATXON TEST (PENETRATION RESISTANCE) (SPT) - NUMBER OF BLOWS (N OR B.P.F.) OF
sizE N 12 ¥ CPT - CONE PENETRATION TEST : MEDIUM CAN BE GROOVED OR GOUGED @.05 INCHES DEEP BY FIRM PRESSURE OF KNIFE OR'PICK POINT. STANDARD PENETRATION TEST (PENETRATION RESISTANL= IO TLL -
CSE. - COARSE TCR - TRICONE REFUSAL O B CACAVTED IN SMALL CHIPS TO PEICES 1 INCH MAXIMUM SIZE BY HARD BLOWS OF THE A 140 LB. HAMMER FALLING 38 INCHES REGUIRED 70 PRODUCE A PENETRATION OF 1 FOOT INTG SOIL WITH
SOIL MOISTURE - CORRELATION OF TERMS DMT - DILATOMETER TEST 7Y - UNIT WEIGHT HARD POINT OF @ GEOLOGISTS PICK A 2 INCH OUTSIDE DIAMETER SPLIT SPOON SAMPLER. SPT REFUSAL 1S LESS THAN @.1 FOOT PENETRATION
- . - . WS.
g?%eggéi;“ffﬁff;w FIELD WOISTURE | GUIDE FOR FIELD MOISTURE DESCRIPTION o VO?;N:::L[:OPENETRA"ON TEST s - DRY UNIT WEIGHT. SOFT CAN BE GROVED OR GOUGED READILY BY KNIFE OR PICK. CAN BE EXCAVATED IN FRAGMENTS ¥ITH 60 BLO : v SHECS « TOTAL LENGH OF STRATA MATERIAL RECOVERED DIVIDED BY TOTAL LENGTH
F- FINE W - MOISTURE CONTENT " FROM CHIPS TO SEVERAL INCHES IN SIZE BY MODERATE BLOWS OF A PICK POINT. SMALL, THIN m—%—mx—%ﬁ&—g;s !
FOSS. - FOSSILIFEROUS V.- VERY PIECES CAN BE BROKEN BY FINGER PRESSURE.
- SATURATED - USUALLY LIOUID: VERY WET, USUALLY RATA ROCK_OUALITY TION (SA.0.0. - A MEASURE OF ROCK QUALITY DESCRIBED BY:
AT FROM BELOW THE GROUND WATER TABLE FRAC. - FRACTURED VST - VANE SHEAR TEST - VERY CAN BE CARVED WITH KNIFE. CAN BE EXCAVATED READILY WITH POINT OF PICK. PIECES | INCH Wmﬁﬁﬁﬁ%smrw etimv. 10 08 M;TER oeN 4 INGHES DIVIDED BY THE
LL_ | LIouID LiMIT ;2395';52?&WE"T$ SOFT OR MORE IN THICKNESS CAN BE BROKEN BY FINGER PRESSURE. CAN BE SCRATCHED READILY BY o LENGTH OF STRATA AND EXPAESSED AS A PERCENTAGE.
PLASTIC - : FINGERNAIL. .
SEMISOLID; REQUIRES DRYING TO TOPSOIL (1.5 - SURFACE SOILS USUALLY CONTAINING GRGANIC MATTER.
e - WET - o ATTAIN OPTIMUM MOISTURE EGUIPMENT USED ON SUBJECT PROJECT FRACTURE SPACING BEDDING
pLl. | PLasTIC LiMiT - R AMMER TYPE: TERM SPACING oy :jmﬂcﬁx seo0eD T—?chgeﬁf-s BENCH MARK: NCOOT Traverse Stotion Reber & Cop Stamped 'BL-1I’
. . | : ! + Vi - s
" OPTIMUM MOISTURE - MOIST - M) SOLID; AT OR NEAR OPTIMUM MOISTURE . R automatic  [5] MANUAL VERY WIDE MORE THAN 10 FEET THICKLY BEDDED 15 - 4 FEET Located ot Statign 33+64.57 B
oM P WIDE 3 70 10 FEET - "
: : X ] . DRAG BITS . THINLY BEDOED 2.6 - 1.5 FEET ELEVATION: 22.63
| SLt- SHRINKAGE LIMIT MOBILE 8- 57 : MODERATELY CLOSE 110 3 FEET ' ! N
: [] & conrmnuous FLIGHT aucer ORE S CLOSE @16 TO 1 FEET VERY THINLY BEDDED 2.03 - 0.16 FEET
S DRY - REQUIRES ADDITIONAL WATER TQ 0 CORE SIZE: VERY CLOSE LESS THAN 816 FEET THICKLY LAMINATED 2.008 - .03 FEET NOTES: ADDITIONAL SOIL/ROCK DESCRIPTIONS
ATTAIN OPTIMUM MOISTURE 8K-51 D 8 HOLLOW AUGERS D‘B . THINLY LAMINATED < 0.888 FEET
N
PLASTICITY X cme-asc [ wero Facen Fincer BiTs (5]~ 4 INDURATIO
PLASTICITY INDEX (P’n DRY STRENGTH FOR SEDIMENTARY ROCKS, INDURATION IS THE HARDENING OF THE MATERIAL BY CEMENTING, HEAT, PRESSURE, ETC.
[ runc.-careioe inserTs "
NONPLASTIC 2-5 VERY LOW D CME-758 - D FRIABLE RUBBING WITH FINGER FREES NUMEROUS GRAINS: FINE TO COARSE SAND WITH
LOW PLASTICITY 6-15 SLIGHT casiNG ] W/ aovenceR ARG TOOL: GENTLE BLOW BY HAMMER DISINTEGRATES SAMPLE. FRIABLE TO MODERATELY INDURATED
MED. PLASTICITY - MEDIUM i : .
HigH e 2o o MORE it [ rorresLe HaisT X Tricone_2-18/16 sTEEL TEETH | [ ] PosT HOLE DIGGER MODERATELY INDURATED GRS AN 62 SEPARATED FRON SAWPLE WITH STEEL PROBE: THINLY BEDDED SANDY LIMESTONE
TRICONE * TUNG.-CARB, [T wano aucer
COLOR D OTHER D D SOUNDING. ROD INDURATED GRAINS ARE DIFFICULT TO SEPARATE WITH STEEL PROBE:
DESCRIPTIONS MAY INCLUDE COLOR OR COLOR COMBINATIONS (TAN, RED, YEL-BRN, BLUE-GRAY) [ core arr [] vwe se st DIFFICULT TO BREAK WITH HAMMER.
MODIFIERS SUCH AS LIGHT, DARK, STREAKED, ETC. ARE USED TO DESCRIBE APPEARANCE. D OTHER [:[ OTHER D oTHER EXTREMELY INDURATED SHARP HAMMER BLOWS REOUIRED TG BREAK SAMPLE:
. SAMPLE BREAKS ACROSS GRAINS.

REVISED 09/15/00




STATE PROJECT NO.: 33567.1.1

1.D.NO.: B-4223

FEDERAL PROJECT NO.:  BRZ-1222(5)

COUNTY: Pender

DESCRIPTION: Bridge No. 21 on N.C. 210 over Northeast Cape Fear River
SUBJECT: Structure Subsurface Investigation — Inventory Report
Project Description

The project site is located on N.C. 210 approximately one and a half miles east of its intersection with I-40
in Pender County, North Carolina at the crossing of the Northeast Cape Fear River (See Site Vicinity Map,
Sheet 5). The proposed project consists of a replacement bridge structure. Based on the Bridge Survey and
Hydraulic Design Report, the center of the structure will be at Station 33+52 along the -L- survey line. The

-new bridge structure will have a clear roadway width of 30 feet. The new bridge structure will be
approximately 922 feet and 4 inches long with the bents constructed on a skew angle of 90° to the -L- survey
line. The new bridge structure will consist of ten spans with lengths of 91 feet 2 inches, 4 at 90 feet, 1 at 70
feet, 3 at 100 feet and 101 feet 2 inches. The structure will have eleven bents (two end bents and nine interior
bents). '

Based upon the structural drawings provided by NCDOT, the finished grade elevations for the new bridge
structure will be approximately elevation 26 feet at the west approach and approximately elevation 19 feet at
the east approach. The center line of the replacement bridge structure will be located approximately 40 feet
south of center of the existing structure. Earthwork is anticipated at the approaches and the new shoulders
will be benched into the existing embankment. Fill depths on the order of 17 to 24 feet are anticipated,
above the flood plain, along the shoulders at the west and east approaches. In addition, the existing fill
slopes will be cut back and reworked at the end bents to a slope of 2:1 (horizontal to vertical) and Class II
Rip-Rap erosion protection will be placed.

A geotechnical investigatibn was conducted between August 9 and August 25, 2005. Borings were offset left

of bent locations due to water main bored beneath the river bottom. Water main could not be located by

contractor. Borings B4-A, B5-A and B6-A were offset to left of existing bridge due to water main and overhead
power lines on right side of —L- alignment. Borings B7-A, B8-A, B9-A and EB2-A were drilled within the
roadway shoulder on roadway embankment fill on the east side of the river. Borings EB1-A and B1-A were
drilled from the existing flood plain on the west side of the river and borings B2-A, B3-A, B4-A, B5-A and B6-
A were drilled from a barge in the river (See Site Plan, Sheet 6). All land borings were performed with a
Mobile B-57 drill rig mounted on an all-terrain carrier. All water borings were drilled with a CME-45¢
mounted on S&ME’s barge. Representative soil samples were collected for visual classification in the field and
for laboratory classification analysis by the NCDOT accredited S&ME soil testing laboratory. No Shelby tube
sample was obtained from the river channel to perform Erosion Function Apparatus testing due to non-cohesive
- material (A-3). Traffic Control Safety Services provided traffic control during drilling operations. NCDOT
provided a field geologist to observe the drilling activities and log the boreholes.
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Physiography and Geology

The project site is located on N.C. 210 approximately one and a half miles east of its intersection with I-40
in Pender County, North Carolina at the crossing of the Northeast Cape Fear River. The existing bridge
structure is approximately 590 feet long and approximately 24 feet wide. The existing bridge is situated
within the flood plain of'the Northeast Cape Fear River along a two lane paved road (N.C. 210) and consists
of a reinforced concrete deck overlain with asphalt on I-beams supported on reinforced concrete pile caps
and H-piles. N.C. 210 runs approximately west and east and has roadway embankment shoulders. The
flood plain extends approximately 900 feet on the east side of the river and approximately 100 feet on the
west side of the river and is covered with large to small trees, dense undergrowth and wooded swamp land.
A water line was bored beneath the river bed and varies from approximately 25 to 50 feet south of the
existing bridge. Overhead power lines cross the river varying from approximately 75 to 110 feet south of the
existing bridge. Telephone cables are in a conduit attached to the north side of the existing bridge.

The site is located within the eastern portion of the Coastal Plain Physiographic and Geologic Province of

North Carolina in Pender County. The Coastal Plain Province is typically characterized by marine and eolian

sediments that were deposited during the transgressive and regressive depositional sequences of the oceans

moving into and out of North Carolina. As such, the Coastal Plain Province is characterized by subdued

topographic features and flat, low-lying terrain. The geology of the eastern portion of Pender County, near the

project site, primarily consists of recent alluvial sediments underlain by Coastal Plain Deposits of the Castle

Hayne and Pee Dee Formations. Typically, the alluvium consists of gray silty coarse to fine sands and highly -
organic silty sands. These deposits are underlain by the Castle Hayne Formation of Tertiary Age. The Castle.
Hayne Formation consists of light gray to gray fossiliferous limestone with sands and clays with varying

amounts of shell material and phosphate. The Pee Dee Formation of Cretaceous Age lies directly beneath the

Castle Hayne Formation or beneath the recent alluvial deposits where the Castle Hayne Formation has been

eroded away. The Pee Dee Formation typically consist of green-gray to black sands and clayey sands, with

fossiliferous and calcareous sandy limestone.

Fo;mdation Materials

The borings were advanced to depths ranging from 58.3 to 80.2 feet (elevations -38.8 to -99.2 feet) at collar
elevations ranging from 23.8 to -19.6 feet. ‘

Roadway embankment fill materials were encountered in borings B7-A, B8-A, B9-A and EB2-A to depths
of about 13 to 18.5 feet (elevations 5.3 to -0.6 feet) below the collar elevation. The fill material encountered
in these borings consists of very loose to medium dense tan-orange to tan-gray fine sand (A-3). Standard
penetration test (SPT) N-values in the fill materials ranged from 6 to 29 blows per foot (bpf).

Alluvial deposits were encountered at the ground surface in borings EB1-A and B1-A, beneath the embankment
fill materials in borings B7-A, B8-A, B9-A and EB2-A and in the river channel in borings B2-A, B3-A, B4-A,
B5-A and B6-A to depths ranging from about 3.0 to 33.0 feet (elevations -4.5 to -28.1 feet) beneath collar
elevations. Typically, alluvial deposits encountered consist of very loose to very dense tan and gray-brown
silty coarse to fine sands (A-3, A-2-4 and A-1-b). Very loose tan-brown, brown-black moderately to highly



organic silty coarse to fine sands (A-2-4) and (MUCK) were encountered within the alluvial deposits in borings
B1-A, B7-A, B8-A and B9-A at depths of 9.1 to 29.2 feet beneath the ground surface. These layers varied in
thickness from 3.8 to 10.1 feet. The river channel typically consists of very loose to very dense gray-brown
coarse to fine sand (A-3 and A-1-b). A stiff to very stiff tan-orange silty fine to coarse sandy clay (A-7-6) was
encountered in boring EB1-A from the surface to a depth of 10.1 feet. Boring B1-A encountered a soft brown
fine sandy silty (A-4) at the surface to a depth of 9.1 feet. The standard penetration test (SPT) N-values for the
alluvial silts and clays ranged from 3 to 21 bpf. The SPT N-values for the alluvial sand deposits ranged from 3
~ to 64 bpf. ‘

Soils of the Castle Hayne Formation were encountered beneath the alluvial deposits in borings EB1-A, B1-A,
B5-A, B6-A, B7-A, B8-A, B9-A and EB2-A to depths ranging from about 7.1 to 38.2 feet (elevations -12.5 to -
30.5 feet) beneath collar elevations. The Castle Hayne Formation consists of loose to very dense pale green,
tan-orange silty fine sands (A-3, A-2-4) with mica, little shell material, phosphate and trace of moderately
indurated to indurated thinly bedded blue-green to pale green calcareous cemented sands and sandy limestone.
Within the Castle Hayne Formation exist thinly bedded layers of friable to moderately indurated sandy
limestone and limestone. The standard penetration test (SPT) N-values for the Castle Hayne Formation ranged
from 6 to 100 blows per 0.9 feet of penetration.

Beneath the alluvium in borings B2-A, B3-A and B4-A and beneath the Castle Hayne Formation in the
remaining borings, soils common to the Pee Dee Formation were encountered and extended to the termination
of borings. The Pee Dee Formation was encountered at depths ranging from about 3.9 to 41.2 feet (elevations -
12.5 to -30.5 feet) beneath the collar elevations. Borings were advanced to termination depths ranging from
58.3 to 80.2 feet (elevations -38.8 to 99.2 feet) below the collar elevations.

Soils within the Pee Dee Formation consist of medium dense to very dense blue-green, gray to green silty to
fine sand with mica, phosphate, little shell material and trace of silt and clay and moderately indurated to
indurated thinly bedded blue-gray calcareous cemented sands, sandstone, moldic sandy limestone and
limestone (A-3), (A-2-4), and (A-1-b). Within the Pee Dee Formation existing thinly bedded layers of
friable to indurated blue-green calcareous sandy limestone and cemented sandstone. ‘A NWD4 split core

barrel was advanced between the depths of 25.9 feet and 50.9 feet (elevations -27.4 and -57.4 feet) in boring .

B6-A. Coring activities recovered 0.6 feet or 2.4 percent of the total core run. The N-values in these sands
ranged from 17 to 100 blows with no penetration.

Notes to Designer

‘The Mobile B-57 and CME-45c¢ drill rigs are equipped with a manual hammer. Standard Penetration tests
were performed with a traditional rope, cathead and Safety Hammer.

Groundwater

Groundwater depths were not measured at the time of drilling operations since mud rotary drilling
procedures were used. Stabilized groundwater depths were measured in borings EB1-A and B1-A at depths
of 4.0 and 2.5 feet (elevations 0.7 and 1.0 feet), respectively. The boreholes for borings B7-A, B8-A, B9-A
and EB2-A, performed within the roadway shoulders, were filled at completion of drilling due to safety
concerns. The river level at the time of our field investigation was elevation -0.7 feet on August 26, 2005.
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Loss of drilling fluid was observed in borings B4-A and B7-A at depths of 60.4 feet and 58.2 feet
(elevations -78.7 feet and -34.4 feet) respectively, beneath the collar elevations.

QUALIFICATIONS OF REPORT

This report has been prepared in accordance with generally accepted geotechnical engineering practice for
specific application to this project. The conclusions contained in this report were based on the applicable
standards of our profession at the time this report was prepared. No other warranty, expressed or implied, is
made. -

The conclusions submitted in this report are based, in part, upon the data obtained from the subsurface
exploration. The nature and extent of subsurface variations between the borings may not become evident until
construction. If variations appear evident, then the conclusions contained in this report may need to be re-
evaluated. In the event that any changes in the nature, design, or location of the structure are planned, the
conclusions contained in this report will not be considered valid unless the changes are reviewed by S&ME,
and the conclusions of the report are modified or verified in writing.

S&ME appreciates the opportunity to be your geotechnical consultant on this project. If you have any
questions or need additional information in regard to this report, please contact us.

Very truly yours,

S&ME, Inc. e }zyf%
S0,
A al. 2%
J/%lane J orgon, P.G. Abner ;[ g/gﬁgjﬂlk“? 3t '“*W/M/o% H
Project Geologist Chief GeotecknncaﬁEném;cl}' 153{% f 5
N.C. Registration No. 1753 N.C. Registration N&, 1/4 f«"\g\ §
- ' ‘ _ fra;;/, FRi ﬁQ}% S
Attachments g‘”““”‘*mg i
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NCDOT BORE SINGLE 51-348.GPJ NCDOT.GDT '9/5/05

N.C.D.O.T. GEOTECHNICAL UNIT
BORING LOG

ENGINEERING » TESTING

ENVIRONMENTAL SERVICES f SHEET 1 OF 1
PROJECT NO. 33567.1.1 |ID. B-4223 COUNTY Pender | GEOLOGIST L. Stone
SITE DESCRIPTION  Bridge #21 on N.C. 210 over NE Cape Fear River : GROUND WATER (ft)
BORING NO. EB1-A [ BORING LOCATION  28+92 OFFSET 11.0ftLT ] ALIGNMENT -L- 0HR N/M
COLLARELEV. 4.7ft | NORTHING  254,165.3 EASTING  2,351,238.1 ) 24HR. 4.00n08-11-05
TOTALDEPTH 60.0ft | DRILLMACHINE Mobile B-57 | DRILLMETHOD foermn " W2-AS/E" da. Tricone | AMMER TYPE  MANUAL
DATE STARTED ~ 8/9/05 | COMPLETED 8/10/05 | SURFACE WATER DEPTH  N/A
'ELEV. |DEPTH|  BLOW COUNT BLOWS PER FOOT SAMP. L
ELEV. | DE - v o} SOIL AND ROCK DESCRIPTION
# | ) | o05ft | o5t | o5ft |0 20 40 60 80 100} NO. | Aol 6
47 ' _____GROUND SURFACE 47 0.00
I T R Ny ALLUVIUM: f
+- R Ny STIFF TO VERY STIFF TAN-ORANGE
1 : : D - ~ SILTY FINE TO COARSE SANDY CLAY
08 . 39 R SR ¥ §- (A-7-6)
T 3 5 5 0. e e S8-1 29,5%§..
- i T S A P T \F’
42 :: N R T . N \:
T PR N T i AN 10,4
R Pt e oTIC CASTLE HAYNE FORMATION: :
T e At N o T DENSE TAN-ORANGE CALCAREOUS
P N I I I T e D o FINE TO COARSE SAND AND GRAVEL
- T DR VR §57 7 sat BET WITH LITTLE SHELL MATERIAL
T p 47 o AND FRIABLE TO MODERATELY
T QT 1. INDURATED 16.6
T THINLY BEDDED TAN AND GRAY
139 T 188 - SANDY LIMESTONE
L 17 | 31 36 Sat. VERY DENSE TAN TO PALE GREEN
T SILTY FINE SAND
I (A-2-4)
189 T 236 WITH MICA
T 19 | 22 | 58 Sat.
239 T 28.6 . 239 : 286
T 21 23 18 Sat, M FRIABLE TO MODERATELY INDURATED
T i THINLY BEDDED TAN-ORANGE 14
+ 20 . SANDY LIMESTONE :
L ceel WITH LITTLE SHELL MATERIAL
269 1 338 b . R stk » PEE DEE FORMATION:
un 35 |65/0.4 R T, : o) Sat. 2i:l- . VERY DENSE PALE BLUE-GREEN
T e 100/0. ik FINE SAND
e e T sk (A-3)
339 T 386 O AU Lol WITH MICA AND PHOSPHATE
T 51 B 49/0'3 ............ AR (D Sat :: : :— .
-38.9 T 436 Hy
1. 27 63 37/0.3 Sat. e eol
439 T 486 | e
T 14 | 26 | 57 Sat. {2 ool
489 T 53.6 , s
T 26 61 | 39/0.2 Sat. 22t
_-53.9 T 586 C
T © 22 52 |48/0.4 Sat. |seel 553 60.0
1 100/0.9 - 1) Advanced 3-1/4" HSA to a depth of 13.6
_ - o feet.
T BA?TRQ_CE;\}.E@A éNérEgrD o 2) Advanced 2-15/16" Tricone Roller Bit from
T I - 13.6 to 58.6 feet.
T N VERY DENSE FINE SAND — 3) Used river water as drilling fluid with
T r Quickgel added.
T I~ 4) Drilling fluid density approximately 65 pcf.
T r 5) No loss of drilling fluid was observed.
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BORING LOG

 S&ME

ENGINEERING « TESTING

NCDOT BORE SINGLE 51-348.GPJ NCDOT.GDT 9/5/05

ENVIRONMENTAL SERVICES SHEET 1 OF 1
PROJECT NO. 33567.1.1 ‘ ID. B-4223 COUNTY Pender ] GEOLOGIST L. Stone
SITE DESCRIPTION  Bridge #21 on N.C. 210 over NE Cape Fear River v GROUND WATER (ft)
BORING NO. B1-A l BORING LOCATION 29+82 OFFSET 15.0ftLT I ALIGNMENT -L- 0 HR. N/M
COLLARELEV. 3.51t NORTHING 254,216.9 EASTING  2,351,323.8 ) 24 HR.  2.50n08-10-05
TOTALDEPTH 60.4 ft DRILL MACHINE  Mobile B-57 | DRILL METHOD fiopy a2 Wesh W2-15/16"d. Tioone | AMMER TYPE  MANUAL
DATE STARTED  8/9/05 ’ COMPLETED 8/9/05 ‘ SURFACE WATER DEPTH N/A
ELEV. |DEPTH| BLOW COUNT BLOWS PER FOOT samp. [ /1 L v
@ @ [osr [ ook [osn ] 0 2 a0 80 80 10| no. | Ko g SOIL AND ROCK DESCRIPTION
3.5 GROUND SURFACE 35 _ ' 0.00]
™ | 1 T » ALLUVIUM:
T 1 o e v SOFT BROWN FINE SANDY SILT
T, 0 0 e (A-4)
06 T 41 1 ~ — WITH ROOTS
i 1 1 2 | g e e e w
56 + 9.1 1 DO : — 56 9.1
T 1 1 2 | g e e §837] sat. RIY VERY LOOSE TAN-BROWN
T . N\ MODERATELY ORGANIC
T NN SILTY COARSE TO FINE SAND
-10.6 - 14.1 N\e ORGANIC CONTENT = 8.8%
T 1 1 2 sat. NYY =
T N
1 AN
NN\
-15.7 1 19.2 NNt -4 192
T 3 1 2 Sat. VERY LOOSE TAN
T SILTY FINE SAND
I (A-2-4) 225
207 242 N CASTLE HAYNE FORMATION:
L = m = sat [oiF MEDIUM DENSE TO DENSE
L feesl PALE GRAY-GREEN FINE SAND
L T (A-3)
25.7 T 29.2 B tue
T 15 | 20 | 20 Sat. [s3i]
-30.7 T 342 . ib--305 340
i 100/0.0 Sat. PEE DEE FORMATION: 362
+ MODERATELY INDURATED ~
T THINLY BEDDED PALE BLUE-GREEN
I CALCAREQUS SANDY LIMESTONE
-35.7 T 39.2 VERY DENSE PALE BLUE-GREEN
T 20 63 137/0.21 - - . o .o F ) Sat. FINE SAND
T 1 b e 100/0.7 (A-2-4)
T | ] e WITH MICA
407 T 442 R AND TRACE OF SILT AND CLAY
T 45 1550410 1 . ..o ® Sat.
I A A A A N 100/0.9
-45.7 ~ 49.2 S »
T 33 80 150/0.41 - - - - - 4 o o e e e b Sat.
T AT . 100/0:9
-50.7 T 542 D
T 42 |58/0.4] ] . . . oo e & |.SS-4 | Sat.
i DR N N T T T T R ) 100/09 N
-55.7 - 59.2 N :
T N E Sat. » 604
+ 100/0.7 L 1) Advanced 3-1/4" HSA to a depth of 19.2
i BORING TERMINATED L feet. ’
1 AT ELEV. -56.9 FEET . 2) Advanced 2-15/16" Tricone Roller Bit from
L IN VERY DENSE FINE SAND - 19.2 10 59.2 feet.
4 L 3) Used river water as drilling fluid with
L L Quickgel added.
4 - 4) Drilling fluid density approximately 65 pcf.
4 - 5) No loss of drilling fluid was observed.
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NCDOT BORE SINGLE 51-348.GPJ NCDOT.GDT 9/5/05

. TING
NS TR GAL SERVICES SHEET 1 OF 2
PROJECT NO. 33567.1.1 [ D. B-4223 COUNTY Pender. 1 GEOLOGIST L. Stone
SITE DESCRIPTION  Bridge #21 on N.C. 210 over NE Cape Fear River GROUND WATER (ft)
BORING NO. B2-A } BORING LOCATION  30+66 OFFSET 24.0 ftLT ] ALIGNMENT  -L- 0 HR. N/A
COLLARELEV. -12.2ft NORTHING 254,260.5 EASTING 2,351,384.3 N— 24 HR. N/A
) NW casing w/Rotary Wash w/2- " dia. '
TOTAL DEPTH - 78.4 ft DRILL MACHINE CME-45¢ { DRILL METHOD  Ticons Ratler Bit HAMMER TYPE  MANUAL
DATE STARTED  8/16/05 ‘ COMPLETED 8/16/05 l SURFACE WATERDEPTH 9.6 ft
L
ELEV. |DEPTH|  BLOW COUNT BLOWS PER FOOT samp. | ¢ 5 SOl AND ROCK DESCRIPTION
@ | oy | ost | ost | osf |0 20 40 60 80 100l NO. | /Mol G
26 RIVER LEVEL AR
1 [ 122 0.00
-12.2 L RIVER BOTTOM et OO
5 e B T T N R AR seel LOOSE GRAY_BROWN
75 T e S S T A L A A :: : N COARSE TO FINE SAND
1 S A sk (A-3)
e e B R T i SRRSO L= £ 11
+ il 22 50
1 e PEE DEE FORMATION:
230 T 108 aeel VERY DENSE PALE BLUE-GREEN
A 91 | 9/0.1 Sat. fo.s} FIN(EA S?SND
T . WITH PHOSPHATE AND MICA
I seok AND TRACE OF MODERATELY INDURATED
-280 1 168 il THINLY BEDDED MOLDIC SANDY
T 2| 4 | 54 Sat il LIMESTONE
32.2 1.200 , I
L 25| 37 | 48 Sat. it
372 L 250 ' T
I 34 | 59 |4103 sat 151
422 1 300 : s
L 33 | 50 |50/0.3 sat. 11}
472 1 350 SHe
I 45 155/0.2 Sat. i
522 T 400 FH!
- 1 7 | 3 | 51 sat 11}
1 S 45.0
L2480 sat. [T NDURATED THINLY BEDDED
T 6000 [ ;  PALEBLUE-GREEN SANDYLIMESTONE 475
+ DENSE TO VERY DENSE
T GRAY TO GREEN FINE SAND
62.2 T 500. )
T 16 19 24 Sat WITH MICA AND PHOSPHATE
T AND TRACE OF SILT AND CLAY
. 7 | 21 | 35 S56 | Sat.
-741 1 61.9 ~
e 16 31 47 Sat.

SHEET 9 OF 26
N.C.D.O.T. GEOTECHNICAL UNIT

BORING LOG

ENGINEERING « TESTING
ENVIRONMENTAL SERVICES

SHEET 2 OF 2

PROJECT NO. 33567.1.1

] ID. B-4223 COUNTY Pender

| GEOLOGIST L. Stone

SITE DESCRIPTION  Bridge #21 on N.C. 210 over NE Cape Fear River GROUND WATER (ft)
BORING NO. B2-A | BORING LOCATION  30+66 OFFSET 24.0ftLT | ALIGNMENT -L- O HR. NIA
COLLARELEV. -122ft |NORTHING 254,260.5 EASTING 2,351,384.3 24 HR. NIA
TOTALDEPTH  78.4 ft DRILLMACHINE CME-45c | DRILL METHOD Y casng uiotery Wash w2 15167da. | YAMMER TYPE  MANUAL

DATE STARTED  8/16/05 ‘ COMPLETED 8/16/05 ! SURFACE WATER DEPTH 9.6 ft

ELEV. |DEPTH BLOW COUNT BLOWS PER FOOT SAMP. v L
@) *) 05k | 05t | osr |0 20 40 60 80 100 No. e} SOIL AND ROCK DESCRIPTION
i L I 1 1 MOl G
77.4 Continued from previous page
791 T 669 DENSE 10 VERY DENSE
. GRAY TO GREEN FINE SAND
T 16 | 55 | 29 Sat. (A-3)
:: WITH MICA AND PHOSPHATE
T AND TRACE OF SILT AND CLAY
-84.1 71.9 (continued)
4 14 18 23 Sat.
891 1 769

10 13 21 ‘| Sat.

NCDOT BORE SINGLE 51-348.GPJ NCDOT.GDT 9/5/05

1) Advanced 2-15/16" Tricone Roller Bit to

BORING TERMINATED 76.9feet.
AT ELEV. -90.6 FEET 2) Set NW casing to a depth of 15.8 feet
(Temporary casing 12.9 feet).

IN DENSE FINE SAND g
) 3) Used river water as drilling fluid with
Quickge! added.
4) Drilling fluid density approximately 65 pcf.
5) No loss of drilling fluid was observed.
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SHEET 10 OF 26

N.C.D.O.T. GEOTECHNICAL UNIT N.C.D.O.T. GEOTECHNICAL UNIT

NCDOT BORE SINGLE 51-348.GPJ NCDOT.GDT 9/5/05

BORING LOG : S&ME BORING LOG -
« TESTIN ENGINEERING « TESTING :
ENGINEERING ; TESTING v ~ SHEET 1 OF 2 ENVIRONMENTAL SERVICES . SHEET 2 OF 2
PROJECT NO. 33567.1.1 - |Ip. B-4223 COUNTY Pender | GEOLOGIST L. Stone PROJECTNO. 33567.1.1 |ID. B-4223 | COUNTY Pender ‘ | GEOLOGIST L. Stone
SITE DESCRIPTION - Bridge #21 on N.C. 210 over NE Cape Fear River GROUND WATER (ft) | SITE DESCRIPTION  Bridge #21 on N.C. 210 over NE Cape Fear River o : ~ GROUND WATER (ft)
BORING NO. B3-A } BORING LOCATION  31+67 | OFFSET 26.0 ftLT ] ALIGNMENT  -L- 0 HR. N/A ’ ' BORING NO. - B3-A ' | BORING LOCATION ~ 31+67 OFFSET 26.0ftLT ] ALIGNMENT  -L- O HR. N/A
COLLARELEV. -17.7ft |NORTHING 254,310.8 , EASTING  2,351,471.9 24 HR. N/A COLLARELEV. -17.7ft |NORTHING 254,310.8 EASTING  2,351,471.9 ' 24 HR. N/A
| TOTALDEPTH 80.2 ft DRILL MACHINE CME-45¢ | DRILL METHOD [ g iy Wesn Wariolieda. | HAMMER TYPE  MANUAL TOTAL DEPTH 80.2 ft DRILL MACHINE ~CME-45¢ | DRILL METHOD [ c2sg wiRotary Wesh w5716 62~ T yAMMER TYPE  MANUAL
DATE STARTED  8/17/05 ICOMPLETED 8/17/05 | SURFACE WATER DEPTH  16.6 ft , DATE STARTED  8/17/05 | COMPLETED 8/17/05 ]SURFACE WATER DEPTH - 16.6 ft_
T SAMP. L ' ELEV. |DEPTH| - BLOW COUNT BLOWS PER FOOT" SAMP. L
ELEV. | DEPTH BLOW COUNT BLQWS PER FOO v o _ SOIL AND ROCK DESCRIPTION 0 2 0 60 8 100 v o SOIL AND ROCK DESCRIPTION
() () 05ft | 0.5t | 0.5 (;) 2'0 4'0 5'0 8]0 1(‘)0 NO. Mot G (ft) (ft) 0.5ft | 0.5ft | 0.5t ; -4 ) A \ i NO. MOIl G .
oy ‘ . RIVER LEVEL \V4 : 759 _
1 : - TEZ5E S e P S P ot VERY DENSE TO MEDIUM DENSE
I - i ' &R0 L : BLUE-GREEN FINE SAND
T L 1 S T N N E R U T (A2-4)
T _ X - e N WITH MICA AND PHOSPHATE,
I s 814 1 637 : e N LITTLE SHELL MATERIAL
+ - T B ] 15 ] B89 | NGy Sat. AND TRACE OF SILT AND CLAY
I - L SRR AND THINLY BEDDED
T _ L e A MODERATELY INDURATED BLUE-GREEN
+ - +— 0 e e e CALCAREOUS CEMENTED SANDS
T - salesr | | | | p
T - T LR IR A /S Sat.
T i 914 T 737 Y
P RIVER BOTTOM . 000l + BT e ] d Sat
T | e i ALLUVIUM: T : S I s
T | o S VERY DENSE GRAY-BROWN T S IO
T R R E] EERREEE poif COARSE}'/(\)_;INESAND | 9641 787 B A
223 5 46 o sat [ael : ' : + 7| 10 | 16 | e Sat. o7 802
T 38 29 ¥ oo (017 S “eesl T i 1) Advanced 2-15/16" Tricone Roller Bit to
B R I e B IR IS SRR I -+ BORING TERMINATED - 78.7 feet
[ A R seck 4 AT ELEV. -97.9 FEET L 2) Set NW casing to a depth of 9.6 feet
27.3 & 96 o R SN sat, ool 281 104 + IN MEDIUM DENSE FINE SAND - 3 gs eergpfagry Z:taes;r;g 1;3‘? feef?.‘d i
S e p ey NS IR S : , . T - et i
I e e R T oons? 20 oF EE DEE FORMATION: e I - Quickgel added. o
314 L 137 R M SRR | BLUD CREEN SANDY L MESTONE T - g; kv tvptivnaiv da
T g | 17 | 8 | e » Sat. VERY DENSE BLUE-GREEN T - |
R N Y R S SILTY F!NE SAND £ L
i D I DA (A24) , I r
B B N R WITH MICA AND PHOSPHATE 180 —+ -
-36.4 + 18.7 oo INDURATED THINLY BEDDED T -
+ el N R 60/0.0 Sat. BLUE-GREEN SANDY LIMESTONE 08 + o
+ DR I VERY DENSE TO MEDIUM DENSE 1 -
T I I A B R EEN FINE SAND I -
14T 237 N o , T r
+ 1 18 24 23 | o ke L SS§-7 | Sat. WITH MICA AND PHOSPHATE, + -
T LITTLE SHELL MATERIAL + -
T AND TRACE OF SILT AND CLAY T L
464 | 287 : AND THINLY BEDDED + o
B sat MODERATELY INDURATED BLUE-GREEN T -
T 33 | 45 | 43 : CALCAREOUS CEMENTED SANDS T r
514 L 337 T N
¥ 7 | 23 | 31 Sat. I i
I 5 I .
564 L 387 : = I C
¥ | 18 |82002 Sat. 5 T C
.- (D . b
-+ [ o L
£ 8 £ .
614 L 437 3] I _
T 16 | 23 | 44 Sat. z I C
£ 0.
- O T e
I S I -
-66.4 1 48.7 i T L
T 16 | 30 | 33 Sat. - T r
4o wad
[0} T -
1 Z 4 L
- n 4 L
714 1 537 W T -
+ 3% | 46 | 45 Sat. g I C
+ - 4 L
I Q I -
o
. . Q e pome
z




N.C.D.O.T. GEOTECHNICAL UNIT

NCDOT BORE SINGLE 51-348.GPJ NCDOT.GDT 9/5/05

BORING LOG
ENGINEERING « TESTING
ENVIRONMENTAL SERVICES SHEET 1 OF 2
PROJECT NO. 33567.1.1 l ID. B-4223 COUNTY Pender I GEOLOGIST L. Stone
SITE DESCRIPTION  Bridge #21 on N.C. 210 over NE Capé Fear River GROUND WATER (ft)
BORINGNO. B4-A ] BORING LOCATION  32+58 OFFSET 60.0ftLT I ALIGNMENT  -L- 0 HR. N/A
COLLARELEV. -18.3ft |NORTHING 254,384.5 EASTING 2,351,5352 24 HR. N/A
TOTAL DEPTH - 784 ft DRILLMACHINE CME-45c | DRILLMETHOD T espgufioay Wesnwiisneda | HAMMER TYPE  MANUAL
DATE STARTED - 8/18/05 ' COMPLETED 8/18/05 | SURFACE WATER DEPTH = 19.8 ft
| ELEV. {DEPTH|  BLOW COUNT BLOWS PER FOOT samp. [ /1 L
: 0 SOIL AND ROCK DESCRIPTION
(ft) (f) | o5ft | 0.5t | 0.5ft | O 20 0 80 80 190} NO. | Aol &
15 RIVER LEVEL VA
183 L [ 183 0.00
ER ooor ALLUVIUM: :
2T 20 ood- DENSE GRAY COARSE SAND
I 8| 23 | 4 sat 939 222 (A-1-0) 39
I SH. PEE DEE FORMATION:
T ceel DENSE TO VERY DENSE
-+ siil BLUE-GREEN AND GRAY-GREEN
262 . 79 Lich SLIGHTLY SILTY FINE SAND
+ 32 168/0.2 Sat. |22 (A-3) :
I . ool WITH MICA
02T 119 SHE AND LITTLE SHELL MATERIAL
2 1. 17753 st B3 AND TRACE OF MODERATELY INDURATED
I v : anir THINLY BEDDED CALCAREOUS
L el SANDSTONE LAYERS
352 1 169 il
AN 12. 1 26 49 Sat. 2111
402 1 21.9 teil
I 24 | 32 | 38 Sat. [22:f
-452 1 26.9 TH
B 12 22 31 Sat. : : : e
502 1 319 | - el
T+ 18 15 27 Sat. 222k
552 1 36.9 , -
T 37 | 6302 sat 12:f 0 285
I i DENSE TO VERY DENSE
T - GRAY-GREEN AND BLUE-GREEN
-60.2 1 419 - SILTY FINE SAND
I 11 17 21 Sat. . (A-2-4)
i ' - WITH MICA, PHOSPHATE
I i AND LITTLE SHELL MATERIAL
w52 T 460 L WITH TRACE OF MODERATELY
2.1 46 ~ L INDURATED
I 13 | 21 | 3 Sat. [Ea THINLY BEDDED CALCAREQUS
+ ' L SANDSTONE LAYERS
702 1 519 _
I 23 | 28 | 3 Sat. [

NCDOT BORE SINGLE 51-348.GPJ NCDOT.GDT 9/5/05

SHEET 11 OF 26

N.C.D.O.T. GEOTECHNICAL UNIT
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. 3) Used river water as drilling fluid with

’4) Drilling fluid density approximately 65 pcf.

BORING LOG
ENGINEERING « TESTING
ENVIRONMENTAL SERVICES SHEET 2 OF 2
PROJECT NO. 33567.1.1 | ID. B-4223 COUNTY Pender | GEOLOGIST L. Stone
| SITE DESCRIPTION  Bridge #21 on N.C. 210 over NE Cape Fear River GROUND WATER (ft)
BORING NO. B4-A [ BORING LOCATION  32+58 OFFSET 60.0 ftLT l ALIGNMENT -L- 0 HR. N/A
COLLARELEV. -18.31t NORTHING 254,384.5 EASTING  2,351,535.2 24 HR. N/A
TOTALDEPTH 78.4 ft DRILL MACHINE CME-45c | DRILLMETHOD Jweepguhioan Weshw15167da. | pAMMER TYPE  MANUAL
DATE STARTED  8/18/05 : [ COMPLETED 8/18/05 l ‘SURFACE WATER DEPTH 19.8 ft '
ELEV. |DEPTH|  BLOW COUNT BLOWS PER FOOT samp. (W /| L
0 SOIL AND ROCK DESCRIPTION
) (ft) | 05ft | 0.5ft | 0.5ft | O 20 40 60 80 190} NO. | /voil ¢
733 Continued frdm previous page
T DENSE 10 VERY DENSE
=752 L 56.9 GRAY-GREEN AND BLUE-GREEN
L 27| 33 41 Sat SILTY FINE SAND
+ (A-2-4)
T > WITH MICA, PHOSPHATE
805 T 610 AND LITTLE SHELL MATERIAL
Lo D1 YRRETTE Sat WITH TRACE OF MODERATELY
T 16/0. 10005 INDURATED
T g THINLY BEDDED CALCAREOUS
I b v e e SANDSTONE LAYERS
852 1669 | | | o pctnrnmnnt ot st (continued)
T 12 | 16 | 22 R Sat
902 1 71.9 A
T 12 | 13 |- 19 L Sat
952 L 769 N
L 9 Mo 27 | bse Sat 78.4
i ; 1) Advanced 2-15/16" Tricone Roiller Bit to
- 76.9 feet. :
N BP%RET_CE;J E_g{gﬂ ;NQ;‘EETD 2) Set NW casing to a depth of 7.9 feet
C IN DENSE SILTY FINE SAND (Temporary casing 21.2 feef).

Quickgel added.
5) Loss of drilling fluid at 60.4 feet.




N.C.D.O.T. GEOTECHNICAL UNIT
BORING LOG

S&ME

ENGINEERING « TESTING

NCDOT BORE SINGLE 51-348.GPJ NCDOT.GDT 9/7/05

ENVIRONMENTAL SERVICES SHEET 1 OF 2
PROJECTNO. 33567.1.1 l ID. B-4223 COUNTY Pender ‘ GEOLOGIST L. Stone
SITE DESCRIPTION  Bridge #21 on N.C. 210 over NE Cape Fear River GROUND WATER ({ft)
BORING NO. BS-A I BORING LOCATION  33+50 OFFSET 60.0 ftLT ‘ ALIGNMENT -L- 0HR N/A
COLLARELEV. -10.6ft NORTHING 254,428.8 EASTING 2,351,615.8 . 24 HR. N/A
NW casi /Rotary Wash w/2-15/16" dia.
TOTALDEPTH 796 ft DRILL MACHINE CME-45¢ | DRILL METHOD  Nieomstor gt HAMMER TYPE MANUAL
DATE STARTED  8/19/05 { COMPLETED 8/24/05 1 SURFACEWATER DEPTH 18.7 ft
¥ T L
ELEV. |DEPTH|  BLOW COUNT .BLOWS PER FOOT savr. | 5 SOIL AND ROCK DESCRIFTION
() @ | osft | o5t | o5t | O 20 40 60 80 1001 NO. | /mot| & .
0.9 RIVER LEVEL \vi
196 + VER BOTTOM T 106 0.00
196 RIVER BQ = ALLUVIOM:
T ool MEDIUM DENSE GRAY FINE SAND
T ey , (A-3)
232 1 36 taol
=T Sat, 2oL 242 : 46
T ® 00" 2 CASTLE HAYNE FORMATION:
T [ 57  FRIABLE TO MODERATELY INDURATED 71
I e THINLY BEDDED GRAY-GREEN
282 L 86 sk h LIMESTONE
T 23 | 33 | 42 Sat. |1 WITH LITTLE SHELL MATERIAL
-+ e ~ PEE DEE FORMATION:
+ ik DENSE TO VERY DENSE
-32.7 T 134 . N o BLUE-GREEN SLIGHTLY SILTY
T 20 | 32 |68/0.3 Sat. |11 FiNgA S£ND
T S e i WITH MICA AND LITTLE SHELL MATERIAL
T ' ceil AND TRACE OF INDURATED
-37.7 T 181 ol THINLY BEDDED GRAY
I 20 | 2| 24 | sat sl CALCAREOUS LIMESTONE LAYERS
-42.7 T 231 )
T 26 | 33 | 41 Sat 122l
-47.7 T 28.1 i
T 25 | 31 51 sat [11if
-52.7 + 331 SH
T 19 | 3 | 37 Sat. 222l
e il 7.7 38.1
e V) sat. [T o4 NDURATED THINLY BEDDED w08
T ) 21— BLUE-GREEN CEMENTED SANDSTONE /™™ |
T DENSE TO VERY DENSE
T BLUE-GREEN SILTY FINE SAND
-62.7 T 431 (A-2-4)
T 21 27 41 Sat. WITH MICA AND PHOSPHATE
-67.7 T 481
T 35 | 38 | 51 Sat.
727 T 531
T 27 | 54 |46/0.3 Sat.

NCDOT BORE SINGLE 51-348.GPJ NCDOT.GDT 9/7/05

SHEETD 12 OF 26
N.C.D.O.T. GEOTECHNICAL UNIT
BORING LOG
ENGINEERING « TESTING
ENVIRONMENTAL SERVICES SHEET 2 OF 2
PROJECT NO. 33567.1.1 | ID. B-4223 COUNTY Pender | GEOLOGIST L. Stone
SITE DESCRIPTION  Bridge #21 on N.C. 210 over NE Cape Fear River ' ' GROUND WATER (ft)
BORING NO. BS5-A l BORING LOCATION = 33+50 OFFSET 60.0ftLT l ALIGNMENT  -L- 0 HR. N/A
COLLARELEV. -1961t NORTHING 254,428.8 EASTING  2,351,615.9 24 HR. N/A
TOTAL DEPTH 79.6 ft DRILLMACHINE CME-45c | DRILLMETHOD Jcospaiioen Wesh w2iss'da | yAMMER TYPE  MANUAL
DATE STARTED  8/19/05 l COMPLETED 8/24/05 j SURFACE WATER DEPTH 18.7 ft
ELEV. [DEPTH| BLOW COUNT BLOWS PER FOOT savp.|W /| L
® @ | e [ oar [ o5t 0 20 10 o0 o0 00| no. | o g SOIL AND ROCK DESCRIPTION

75.7 Continued from previous page

I DENSE TO VERY DENSE
777 T 58.1 BLUE-GREEN SILTY FINE SAND

T 34 | 48 [52/0.1 Sat. (A-2-4)

I WITH MICA AND PHOSPHATE

4 (continued)
-82.7 T 63.1

T 14 | 21 51 Sat.
-87.7 1 68.1

T 15 | 26 | 37 Sat.
92.7 T 73.1

T 100/0.4 Sat.
-97.7 T 78.1

] 12 | 20 |.29 Sat 992 796

TS WV NS O WU NG NI YL SN WUNT SH WO [ SUUN WO SO OO JON [
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BORING TERMINATED
AT ELEV. -99.2 FEET
IN DENSE SILTY FINE SAND

‘Illl'lll|'ll|l‘lllllllll|lllllllll]llll||llllll|||

1) Advanced 2-15/16" Tricone Roller Bit to
78.1 feet.

2) Set NW casing to a depth of 8.6 feet
(Temporary casing 20.1 feet).

3) Used river water as drilling fluid with
Quickgel added. .

4) Drilling-fluid density approximately 65 pcf.

5) No loss of drilling fluid was observed.




- ENGINEERING: + TESTING

N.C.D.O.T. GEOTECHNICAL UNIT
BORING LOG

SHERL 13 OF 26

N.C.D.O.T. GEOTECHNICAL UNIT

s mi BORING LOG

ENVIRONIAENTAL SERVICER SHEET 2 OF 2
PROJECTNO. 33567.1.1 |ID. B-4223 COUNTY Pender | GEOLOGIST L. Stone
SITE DESCRIPTION  Bridge #21 on N.C. 210 over NE Cape Fear River o GROUND WATER (ft)
BORING NO. B6-A | BORING LOCATION  34+20 OFFSET 65.0ftLT | ALIGNMENT -L- 0 HR. N/A
COLLARELEV. -15ft NORTHING  254,466.9 EASTING  2,351,674.8 24 HR. N/A
TOTALDEPTH 7751t DRILL MACHINE CME-45¢ { DRILL METHOD  .casing wiRotary Wash w2-1916"da. | yAMMER TYPE  MANUAL

Tricone Roller, N\WD4 Core Barrel

DATE STARTED  8/24/05

| COMPLETED 8/25/05

] SURFACE WATER DEPTH 0.8 ft

1 ELEV. |DEPTH

BLOW COUNT

BLOWS PER FOOT SAMP.

SOIL AND ROCK DESCRIPTION

NCDOT BORE SINGLE 51-348.GPJ NCDOT.GDT‘9/6/405

ENVIRONMENTAL SERVICES SHEET 1 OF 2
PROJECT NO. 33567.1.1 |ID. B-4223 COUNTY Pender | GEOLOGIST L. Stone
SITE DESCRIPTION  Bridge #21 on N.C. 210 over NE Cape Fear River . GROUND WATER (ft)
- | BORING NO.. B6-A ] BORING LOCATION  34+20 OFFSET 65.0 ftLT | ALIGNMENT  -L- OHR. N/A
COLLARELEV. -1.5ft NORTHING  254,466.9 24 HR. N/A
1 NW casi /Rotary Wash w/2-15/16" dia.
TOTALDEPTH 7751 DRILL MACHINE CME-45¢ } DRILL METHOD T pS s Gore Barel | HAMMER TYPE  MANUAL
DATE STARTED  8/24/05 l COMPLETED 8/25/05 ] SURFACE WATER DEPTH 0.8 ft
ELEV. |DEPTH|  BLOW COUNT BLOWS PER FOOT SOIL AND ROGK DESCRIPTION
() @) | osft | 05t | 05f | O 20 40 60 80
07 RIVER LEVEL
—5+ ALLUVIUM:
Tt LOOSE TAN AND GRAY SILTY FINE SAND
47 T 32 (A-2-4)
- 5 3 3 CASTLE HAYNE FORMATION:
+ : LOOSE TO MEDIUM DENSE
T PALE GRAY-GREEN
T SILTY FINE SAND
9.7 T 82 . (A-2-4)
T 4 4 10 WITH GLAUCONITE, PHOSPHATE
I AND MICA
L PEE DEE FORMATION:
147 T 132 VERY DENSE TO MEDIUM DENSE
RS BLUE-GREEN SLIGHLY SILTY
+ FINE SAND
L (A-2-4)
I WITH MICA
19.7 T 182 AND LITTLE SHELL MATERIAL
T 9 | 5 | 12 i ;
T C VERY DENSE
-24.7 T 232 C BLUE-GREEN-AND BLUE-GRAY
: T 39 161/0.4 i EINE SAND
I - (A-3)
T L WITH MICA, PHOSPHATE,
T L LITTLE SHELL MATERIAL,
I L AND TRACE OF INDURATED
L - THINLY BEDDED GREEN
-32.4 L 309 - LIMESTONE/SANDSTONE LAYERS
x 60/0.0 - ,
374 L 359 C
T 27 | 36 | 59 -
424 I 409 N
+ 53 | 47/0.4 -
474 L 459 X
¥ a2 | 9 | 5 -
524 L 50, L 524
24 £ 202 7 T 3 MEDIUM DENSE TO VERY DENSE
+ GRAY-GREEN SILTY FINE SAND
e (A-2-4)
- T WITH MICA AND
57.5 + 56.0 TRACE TO SOME SHELL MATERIAL
F 12 | 14 | 19 .
625 L 61.0
¥ 15 | 11 12
67.5 L 66.0
¥ 18 | 25 | 33
725 - 710
F 24 | 33 | a1

NCDOT BORE SINGLE 51-348.GPJ NCDOT.GDT 9/6/05

() | (f). | ostt | osft | 05it | O 20 40 60 80 100] NO.
755 ' Continued from previous page
R e A - MEDIUM DENSE TO VERY DENSE
77.5 T 76.0 T - GRAY-GREEN SILTY FINE SAND
+ 19 19 24 | L 43 o e e " 790 (A-2-4) 775
WITH MICA AND
BORING TERMINATED TRACE TO SOME SHELL MATERIAL
AT ELEV. -87.5 FEET T) Advanced 2-15/16" Tricone Roller BAt to

1 PRI D S ST T |
LI I L L L L e e L L

LA L L L DL L]

PR YRS JUNU YOO SUOR TOONE S IR N O TOUNY VU U SUUN ST ST S0 JOR WORY SUOK VOO WO SUSY SO OU TORT U BUY ST SO
{ [N S A B SN N N B AN M N SN A N I |

]

|l|ll|ll|(l'llllli;a]lill]llll

ORISR N SORE SO TUNIT TR ST SO YHE NN SO SO

IN DENSE SILTY FINE SAND

IllllllIlllllill\lIl'llll'IIQlIlIlIl||llIlIlillllllilllllllllllll|IIII|

76.0 feet.

2) Set NW casing to a depth of 23.2 feet
(Temporary casing 5.5 feet).

3) Advanced NWD4 split-coring barrel from
25.9 to 50.9 feet.

4) Used river water as drilling fluid with
Quickge! added.

5) Drilling fluid density approximately 65.pcf.

6) No loss of drilling fluid was observed.




NCDOT CORE SINGLE 51-348.GPJ NCDOT.GDT 9/12/05

ENGINEERING = TESTING

N.C.D.O.T. GEOTECHNICAL UNIT
CORE BORING REPORT

ENVIRONMENTAL SERVICES SHEET 1 OF 1
PROJECT NO. 33567.1.1 |ID. B-4223 COUNTY Pender | GEOLOGIST L. Stone
SITE DESCRIPTION _ Bridge #21 on N.C. 210 over NE Cape Fear River GROUND WATER (ft)
BORING NO. B6-A | BORING LOCATION  34+20 OFFSET 650ftLT  |ALIGNMENT -L- O HR. NA
COLLARELEV. -15ft |NORTHING 254,466.9 EASTING  2,351,674.8 24 HR. NA

TOTALDEPTH 77.5ft

DRILL MACHINE CME-45¢

DRILL METHOD

NW casing w/Rotary Wash w/2-15/16" dia.
Tricone Roller, NWD4 Core Barrel

HAMMER TYPE MANUAL

DATE STARTED  8/24/05

COMPLETED 8/25/05

SURFACE WATERDEPTH 0.8 ft

TOTALRUN 25.01ft

DRILLER R.NORWOOD

CORE SIZE NW
DRILL

ELEV. | DEPTH| RUN
@ | @ | ® | v

STRATA

N
REC. R%D SQgP- R%C.
(%) @ A) . (,/u)

RQD

(;Z)

®Oor

DESCRIPTION AND REMARKS

274

Begin Coring @ 25.9 ft 259}

- 5.0 0:20
27.4 | 259 050
0:32
0:37

00) [(N/A) 170.6)
0% 2%

-32.4 | 309 0:51

50 Me
0:23
015
374 | 359 0:21

0:23
0:14

0.6) | (NA
12%

389 | 374 | 35 )\ N=95

: 0:23
-424 | 409 0:26
0:18

239 | 424 | 35 |eraon

0:26
-47.4 459 0:24

0:20

489 | 474 | 35 j0:100.5

0:09/0.5

0.0y | (N/A
0%

©.0) | (V/A)
0%

(0.0) | (N/A)

524 | 509 0:27

0:24
0:22

N=98

0:11/0.5

0%

)

P P e RS e esPReaesB0Rs s e W
P9 006BLENOOEO PO 0E0 90
22 ©20R000 SIS EROD 09D A s

PEE DEE FORMATION:
VERY DENSE
BLUE-GREEN AND BLUE-GRAY
FINE SAND
(A-3)

WITH MICA, PHOSPHATE,
LITTLE SHELL MATERIAL,
AND TRACE OF INDURATED
THINLY BEDDED GREEN
LIMESTONE/SANDSTONE LAYERS

N=40

N=33

N=23

N=58

=64

N=43

4 790

MEDIUM DENSE TO VERY DENSE GRAY-GREEN
SILTY FINE SAND
: (A-2-4)
WITH MICA AND TRAGE TO SOME SHELL MATERIAL

77.5

-719.0 | 775

Illllllllllllllllllll[

BORING TERMINATED
AT ELEV. -87.5 FEET
IN DENSE SILTY FINE SAND

SHEET 14 OF 26

CORE PHOTOS

Project No.: 33567.1.1

iD No.: B-4223 County: Pender

Boring No.: B6-A

Site Description: Bridge No.

21 over Northeast Cape Fear River on NC 210

Driller: R. Norwood

Collar Elev.: -1.5 ft.

Core Size: NWD4 Equipment: CME-45C

Geologist. L. Stone

Elev. at T.D.: -875ft.

Total Depth: 77.5 t. Total Run: 25.0 ft.

Date: 8/24/2005

| 25.9730.9

1.0

Box 1 of 1

Top of Box @ 25.9 feet; Bottom of Box @ 50.9 feet
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N.C.D.O.T. GEOTECHNICAL UNIT

NEERING » TESTING ’
IEE#\%!OEQEA%IENTAL SERVICES SHEET 1 OF 1
PROJECTNO. 33567.1.1 |ID. B-4223 COUNTY Pender | GEOLOGIST L. Stone
SITE DESCRIPTION  Bridge #21 on N.C. 210 over NE Cape Fear River . GROUND WATER (ft)
BORING NO. B7-A | BORING LOCATION 35+12 OFFSET ‘27.0 ftLT l ALIGNMENT -L- 0 HR N/A
COLLARELEV. 238 ft NORTHING  254,482.1 EASTING  2,351,771.4 24 HR. N/M - Filled
' 72-15/16" dia. Tri
TOTAL DEPTH  63.6 ft DRILL MACHINE Mobile B-57 | DRILL METHOD _poie/s™” Washw fa. Tricone | LIAMMER TYPE ~ MANUAL
DATE STARTED - 8/10/05 l COMPLETED 8/10/05 . I SURFACE WATERDEPTH N/A
L v o
ELEV. |{DEPTH|  BLOW COUNT BLOWS PER FOOT RERYE 4 5 SOIL AND ROCK DESCRIPTION
® | @) | o5t | 051 | 05t | O 20 40 60 80 100| NO. | ol G
23.8 GROUND SURFACE 2338 _ o _ 0.00
e N ROADWAY EMBANKMENT FILL:
+ R Ll MEDIUM DENSE TAN FINE SAND
+ o e L+ (A-3)
197 L 41 | bbb y t:'—
I O R QU LT
O T O O L
1 A LL::,-
147 L9 | b b N -
+ 4 6 F 6 | .o M et
T 4 6 6 P12 T
1 1 D L1
106 £+ 132 | L 1 b LL_:_-
T M A ) AR MOoED
+ R L
4 e e L1
56 4 182 | 1 b b e e e e L-:‘- 53 1851 -
’ -+ 5 5 10 b o i STRam e e e e e e e e e e e e e M . i ] ALLUVIUM:
L o T T I APPSR S S SR S . ::: ~ MEDIUM DENSE To LOOSE
b o T I TSP R I T I R T T I S : : : : TAN TO GRAY FiNE SAND
0.6 4 232 R : ook (A-3)
-+ 2 5.1 3 R T SS-8 | M [t
44 L 282 S I H
u ) 1 7 B Sat. 29.2
] e S A SS2 LOOSE BROWN-BLACK
e T e e HIGHLY ORGANIC FINE SAND
L e (MUCK) .
94 L332 L b b : 330
- 5 4 [ S P Sat. \ ORGANIC CONTENT = 20.0% /
S R T N e N CASTLE HAYNE FORMATION:
T 0 b N e MEDIUM DENSE PALE GRAY-GREEN
o T e P VP R S S S TN D
44 Lago | | | b\l S"'TY(;'_';E‘)SAN
=+ 9 0 1 14 1o N e Sat.
T R 174 4.2
e PEE DEE FORMATION:
494 £ 432 | L b VERY DENSE
4 51 149/021 | - - - oo e b Sat. PALE GRAY-GREEN AND BLUE-GRAY:
T ‘ FINE SAND
T (A2-4)
I WITH TRACE OF SILT AND CLAY
244 1 48.2 AND MODERATELY INDURATED
T 18 | 64 136/04 Sat. THINLY BEDDED BLUE-GRAY
T CALCAREOUS CEMENTED SANDSTONE
294 L 532
-+ 34 |66/04 Sat.
344 | 582
T 22 | 37 | 83 2
394 I 632 _ 622
== 100/0.4 s = VERY DENSE BLUE-GRAY
+ 100/0.4 - COARSE SAND
N BORING TERMINATED L (A-1-b)
+ AT ELEV. -39.8 FEET - WITH GRAVEL
T IN VERY DENSE COARSE SAND - AND LITTLE SHELL MATERIAL
o - 1) Advanced 3-1/4" HSA to a depth of 13.2 feet.
T " 2) Advanced 2-15/16" Tricone Roller Bit from 13.2 to
T " 63.2 feet.
T i 3) Used river water as drilling fluid with Quickgel added.
T r 4) Drifling fluid density approximately 65 pcf.
L - 5) Loss of riing fluid at 58.2 eet.
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SHEEL 13 OF 26
N.C.D.O.T. GEOTECHNICAL UNIT
ENGINEERING « TESTING
ENVIRONMENTAL SERVICES SHEET 1 OF 1
PROJECTNO. 33567.1.1 |ID. B-4223 COUNTY Pender | GEOLOGIST L. Stone
SITE DESCRIPTION  Bridge #21 on N.C. 210 over NE Cape Fear River ‘ GROUND WATER (ft)
BORING NO. B8-A | BORING LOCATION  36+12 OFFSET 25.0ftLT {ALIGNMENT -L- O HR. N/A
COLLARELEV. 20.7ft NORTHING 254,528.7 EASTING  2,351,859.8 24 HR. N/M - Filled
TOTALDEPTH 59.5 ft DRILL MACHINE Mobile B-57 | DRILL METHOD oy ey Wesh w2-15/T6 da. Tieone Ty AMMER TYPE  MANUAL
DATE STARTED  8/11/05 | COMPLETED 8/11/05 | SURFACE WATER DEPTH N/A -
ELEV. [DEPTH| BLOW COUNT BLOWS PER FOOT samp. | /| L _
@ () |osn | osr [ 05 ] 0 20 0w 80 10| no. | Sy g SOIL. AND ROCK DESCRIPTION
20.7 GROUND SURFACE 20.7 0.00)
-+ - ROADWAY EMBANKMENT FILL:
+ t; L MEDIUM DENSE
+ 2 TAN-ORANGE AND TAN-BROWN
16.7 + 4.0 - - - " t r FINE SAND
£ e (A-3)
L b
4 L je 4
1.7 L 90 e &
+ 9 14 15 ML
e . - l__: t
4+ L _le 4
1 s
6.7 L 140 L
+ 3 5 ) M LlL
- L [*3-47 18.01
T e ALLUVIUM: '
26 + 181 ceel VERY LOOSE TAN FINE SAND
+ 1 1 1 Sat. jseer (A-3)
24 T 231 IRHPY 234
+ 2 2 3 Sat. A - ,LOOSE BROWN TO BLACK
+ A HIGHLY ORGANIC SILTY FINE SAND
+ VR (MUCK)
7.4 L 281 vl WWH Woab
T 3 2 2 Sat. I ORGANIC CONTENT = 26:7%
NAAS
e MNAAL )
I A 113 320
-12.4 1 33.1 Tk " CASTLE HAYNE FORMATION:
+ 24 | 27 | 39 Sat. - VERY DENSE PALE GREEN FINE SAND
+ : - (A-3)
+ L. -16.3 ) 37.0
-17.4 1 38.1 PEE DEE FORMATION:
+ 1 48 |52/0.3 Sat. VERY DENSE BLUE-GRAY FINE SAND
+ _ (A24)
-+ WITH PHOSPHATE AND
224 T 431 TRACE OF SILT AND CLAY
4 - 43 AND MODERATELY INDURATED
T 37 | 46 | 54 Sat. THINLY BEDDED BLUE-GRAY
I CALCAREOUS CEMENTED SANDS
27.4 L 481 '
+ 29 |71/0.4 Sat.
-32.4 L 531 :
+ 56 | 44/0.2 Sat.
374 1581 |
+ 29| 46 [54/0.4 ® Sat. -38.8 59.5
T 100/0.9 - 1) Advanced 3-1/4" HSA to a depth of 14.0
I BORING TERMINATED L feet. - )
1 AT ELEV. -38.8 FEET K 2) Advanced 2-15/16" Tricone Roller Bit from
T IN VERY DENSE FINE SAND k 140t058.1feet.
4 L 3) Used river water as drilling fluid with
. . Quickgel added.
£ L 4) Drilling fluid density approximately 65 pcf.
4 = 5) No loss of drilling fluid was observed.




N.C.D.O.T. GEOTECHNICAL UNIT

S&ME BORING LOG

BN RN MENTAL SERVICES SHEET 1 OF 1
PROJECT NO. 33567.1.1 |ID. B-4223 COUNTY Pender | GEOLOGIST L. Stone
SITE DESCRIPTION  Bridge #21 on N.C. 210 over NE Cape Fear River GROUND WATER (ft)
BORING NO. B9-A | BORING LOCATION  37+12 OFFSET 25.0ftLT | ALIGNMENT -L- 0HR. N/A
COLLARELEV. 17.4ft |NORTHING 254,577.0 EASTING  2,351,947.3 24HR.  N/M-Filled
TOTALDEPTH 59.6 ft DRILL MACHINE ~ Mobile B-57 } DRILL METHOD [ Wiotary Wash wi2-15/16" dia. Tricone | yAMMER TYPE  MANUAL

Roller Bit

DATE STARTED  8/11/05

| COMPLETED 8/11/05

[ SURFACE WATERDEPTH N/A

NCDOT BORE SINGLE 51-348.GPJ NCDOT.GDT 9/5/05

ELEV. {DEPTH|  BLOW COUNT BLOWS PER FOOT R A
0 SOIL AND ROCK DESCRIPTION
() (f) | 05ft | 05ft | 05it | O 20 40 60 80 1001 NO. | /vl &
17.4 GROUND SURFACE 174 _ 0.00
+ S ROADWAY EMBANKMENT FILL:
T t; T ' MEDIUM DENSE
T e TAN-ORANGE AND TAN-GRAY
13.4 + 40 LT FINE SAND
+ 8 4 9 M LeT (A-3)
I t H WITH ASPHALT
uR .
84 T 9.0 L: $
T 12 11 9 M kT
T t: b
—— L : :_
34+ 140 it
i Z | 5 | 10 MoLET
== ) L-: L.
T T ,
-+ L_fs 3=-06 : 18.0
1.6+ 19.0 ALLUVIUM:
T 1 4 5 Sat. LOOSE GRAY-BROWN SILTY FINE SAND
T (A-2-4)
I WITH WOOD AND ROOTS
6.6 T 24.0 -6.6 24.0
T 2 1 3 Sat. AT LOOSE GRAY-BROWN
VAR HIGHLY ORGANIC
T AR SILTY FINE SAND
T v (MUCK)
116 T 29.0 A
+ 4 2 16 Sat. MAAl 126 : 30.0
T+ i CASTLE HAYNE FORMATION: :
T sl MEDIUM DENSE TO VERY DENSE
-15.8 T 33.2 el PALE GREEN FINE SAND
T 22 23 44 Sat. [oasl (A-3)
T M WITH MICA AND TRACE OF
T seel. MODERATELY INDURATED
I or ol THINLY BEDDED BLUE-GREEN
208 7" 382 i ool 208 CALCAREQUS CEMENTED SANDS 382
L 18 7 0 4 §8-12 Sat. PEE DEE FORMATION:
L ‘VERY DENSE BLUE-GREEN FINE SAND
L (A-2-4)
258+ 432 WITH MICA, PHOSPHATE,
= 55 176003 Sat LITTLE SHELL MATERIAL
+ g AND TRACE OF SiLT, CLAY
+ AND INDURATED THINLY BEDDED
+ BLUE-GREEN CALCAREOUS SANDSTONE
-30.8 T 48.2 - '
T 60/0.0 Sat.
-35.8 T 53.2
T 25 | 45 |BBI0A| - . ... Sat.
I R e T T S S 100/0.9
4087175882 | | b
T 19 41 18904 . . . . ..o ) Sat. | 422 59.6
+ . 100/0.9 L 1) Advanced 3-1/4" HSA to a depth of 29.0
o+ BORING TERMINATED o feet.
—t AT ELEV. -42.2 FEET I— 2) Advanced 2-15/16" Tricone Roller Bit from
T IN VERY DENSE FINE SAND " 290to58.2feet.
T - 3) Used river water as drilling fluid with
T - Quickgel added.
T o 4) Drilling fluid density approximately 65 pcf.
T - 5) No loss of drilling fluid was observed.
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N.C.D.O.T. GEOTECHNICAL UNIT

NG NG - TESTING
ENVIRONAENTAL SERVICES SHEET 1 OF 1
PROJECT NO. 33567.1.1 | ID. B-4223 COUNTY Pender ] GEOLOGIST L. Stone
SITE DESCRIPTION Bridge #21 on N.C. 210 over NE Cape Fear River GROUND WATER (ft)
BORING NO. EB2-A ’ BORING LOCATION 38+12 OFFSET 24.0ftLT [ ALIGNMENT -L- O HR. N/A
COLLARELEV. 1491t NORTHING 254,624.6 EASTING 2,352,035.3 24 HR. N/M - Filled
TOTALDEPTH 58.3ft | DRILL MACHINE Mobile B-57 | DRILL METHOD oy e Wesh w2-15/16"da. Trcone] AmMER TYPE MANUAL
DATE STARTED 8/12/05 I COMPLETED 8/12/05 I SURFACE WATER DEPTH N/A
EV. |DEPTH|  BLOW COUNT BLOWS PER FOOT SAMP. L
ELEV. | DE Y v o) SOIL AND ROCK DESCRIPTION
(f) | () | o5t | 05ft | 0.5f | 9 20 40 50 80 100) NO. | ol G
14.9 GROUND SURFACE 14.9 — 0,00
L . (SN ROADWAY EMBANKMENT FILL:
| T A L i MEDIUM DENSE TO LOOSE
| T Ll TAN-ORANGE FINE SAND
108 L 41 | L L b " t:.- (A-3)
T S R R I iy
1 O R O A S Lt
e [ e S R 2 Y Ll ¢
88 L9t | | L : LC:f
T T3 T 8 | de M
L 2 * Bolige L+
e Lfo 4.
| e A 1] 19 ~ 13.0
08 | 14.1 , T ALLUVIUM:
il 1 1 T & S5-13| Sat. 121~ VERY-LOOSE TO MEDIUM DENSE
] N O sl GRAY COARSE TO FINE SAND
B e e e T N M (A-3)
o0 U N Tk WITH WOOD
42 T 19.1 N
L 4 i | 8 sat 231
I Y PO N 036
92 L 241 | L LT T CASTLE HAYNE FORMATION:
+ 8 8 9 Sat 1aai- MEDIUM DENSE TO VERY DENSE
T Ll PALE GREEN FINE SAND
T i (A-3)
142 T 204 el WITH LITTLE SHELL MATERIAL,
St ® 1 30 700041 sat [23:0 MICA AND TRACE OF INDURATED
T . s THINLY BEDDED PALE GREEN
I S ~ CALCAREOUS SANDSTONE 25
-18.4 L 333 PEE DEE FORMATION:
T 7 56 | 44/0.2 Sat. VERY DENSE BLUE-GREEN
- FINE SAND
. (A-2-4)
T aan WITH MICA, PHOSPHATE ;
234 + 38.3 sat AND TRACE OF SILT AND CLAY AND '
T 19 1 48 | 36 a MODERATELY INDURATED
T TO INDURATED THINLY BEDDED
T BLUE-GREEN CALCAREQUS SANDSTONE
284 L 433 AND SANDY LIMESTONE
T 41 |59/0.3 Sat.
-33.4 | 483
4 21 48 521041 - - . - - oo 8S-14 | Sat.
T : 1Q0{O.9
884 1533 | || b
+ E 30 7004 | - - o o oo Sat
B e it e 100109
434 | 583 Ly : ' ' 583
o+ 60/0.0 60/0.0 Sat. - 1).;\d\;anced 3-1/4" HSA to a depth of 33.3
—+ — eetl.
+ STAND fgg ’g’&gﬁm@ﬁ%g‘?&ms AL r 2) Advanced 2-15/16" Tricone Roller Bit from
I ON eSS AEET e - ) Dse er watr as dling fuid i
T I Quickgel added. : :
T N 4} Drilling fluid density approximately 65 pcf.
i i 5) No loss of drilling fluid was observed.
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SUMMARY OF LABORATORY TEST DATA

Soil Classification and Gradation

County.:- PENDER
TIP No.: B-4223

Checked By: JSJ/AFR

N.P. - NONPLASTIC

N.A.-NOT ANALYZED FOR

AASHTO % Passing Coarse| Fine Organic| Moisture
Boring |Sample|Sample Depth| Classification Sieve # Sand | Sand | Silt | Clay LL PL PI |Content| Content
No. No. Feet 10 | 40 | 60 | 200 % %
EBI-A | SS-1 3.9-54 A-7-6 |(17) 99 84 78 62 21 19 16 44 56 25 31 N.A. 29.5
EB1-A | SS-2 | 13.6-15.1 |A-1-a|(0) 20 17 15 6 | 25 | 47 | 18 10 24 | N.P. | N.P.| NA. N.A.
B1-A | SS-3 9.1-15.6 | A-2-4{(0) 100 94 89 26 11 67 13 9 40 | N.P. | N.P. 8.8 N.A.
B1-A | SS-4 | 54.2-55.1 | A-2-4{(0) 100 100 99 17 2 87 6 5 25 | N.P. | N.P. | NA. N.A.
B2-A | SS-5 5873 | A-3 |(0) 100 | 98 74 5 26 70 2 2 27 | N.P. | NP.| NA. N.A.
B2-A | SS-6 | 56.3-57.9 | A-2-4{(0) 100 99 95 17 4 82 7 7 24 | N.P. | N.P. | N.A. N.A.
B3-A | SS-7 | 23.7-25.2 | A-2-4{(0) 100 100 97 15 87 41 6 27 | NP.|N.P.| NA. N.A.
B7-A | SS-8 | 23.2-24.7 | A-3 |(0) 100 96 74 4 26 70 3 1 24 | N.P. | N.P. | N.A. N.A.
B7-A | SS-9 | 29.2-29.7 | NA | NA. | N.A. ' NA | NA | NA. | NA | NA | NA| NA | NA | NA | NA | 200 N.A.
B8-A | SS-10| 23.1-24.6 | N.A | NA. | N.A. NA. | NA | NA | NA |NA |[NA | NA | NA. | NA | NA. | 267 N.A.
B8-A | SS-11| 53.1-53.8 | A-2-4{(0) 100 98 93 11 7 85 6 2 26 | N.P. | NP. | NA. N.A.
B9-A | SS-12| 38.2-39.7 | A-2-4{(0) 100 99 96 20 4 82 | 8 6 25 | N.P. | N.P. | N.A. N.A.
EB2-A | SS-13| 14.1-15.6 | A-3 |(0) 100 94 66 9 34 58 4 4 25 | N.P. | N.P.| N.A. N.A.
EB2-A | SS-14| 48.3-49.8 |A-2-4|(0) 100 | 100 96 13 4 88 6 2 26 | NP. | N.P.| NA. N.A.
| Project Name:  Bridge No.21 Over Northeast Cape Fear River on NC 210

State Project No.:33567.1.1

Federal ID No.: BRSTP-0210(4)

S&ME Job No.: 1051-05-348 NOTES:
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GEOTECHNICAL UNIT FIELD SCOUR REPORT

SHEET 18 GF 26 -
DESIGN INFORMATION CONT. ’ PAGE 2

STREAM IS X DEGRADING AGGRADING (12)

OTHER OBSERVATIONS AND COMMENTS: A water line is bored beneath the river bottom approximately 25

to 50 feet south of the existing bridge. Overhead power lines exist approximately 75 to 110 feet south of the existing

'bridge. Boat Land is located on northwest side of bridge. Telephone conduit attached to north side of exiSting bridge

PROJECT: 33567.1.1 ID: B-4223 COUNTY: Pender
DESCRIPTION(1): Replacement of Bridge No. 21 over NE Cape Fear River on NC 210
INFORMATION ON EXISTING BRIDGES Information obtained from: x__ field inspection
' microfilm(Reel: Pos: _ )
X __ other Bridge Survey and
_ , Hydraulic Design Report
COUNTY BRIDGE NO. 21 BRIDGE LENGTH 590' NO.BENTS IN: CHANNEL _ 10 FLOOD PLAIN 4

FOUNDATION TYPE:  Steel H-Piles

EVIDENCE OF SCOUR(2):

ABUTMENTS OR END BENT SLOPES:

No evidence of significant erosion was observed at the abutments of

End Bent No. 1 and End Bent No. 2.

CHANNEL MIGRATION TENDENCY: (13): Migration tendency to the west

REPORTED BY: J. Shane Johnson /Z'L /J/L"" DATE:  8/26/2005

S&ME, I)/

GEOTECHNICALLY ADJUSTED SCOUR ELEVATION (14):

" INTERIOR BENTS: No significant erosién observed at the Interior Bents located in the flood plain. The remaining

The Geotechnical Eniheering Unit agrees with the scour depths as presented in the Bﬁdge Survey & Hydraulic

bents are located in the channel

Design Report dated 4/21/05.

CHANNEL BED: None observed

CHANNEL BANKS: None observed

EXISTING SCOUR PROTECTION:

TYPE(3): Concrete abutments with unprotected fill face slopes

EXTENT(4): Concrete wingwalls extend beybnd the fill face abutments

EFFECTIVENESS(5): _ Relatively effective with some minor surface erosion at both abutments.

OBSTRUCTIONS(6) (DAMS,DEBRIS,ETC.): None observed

DESIGN INFORMATION:

Gray-brown coarse to fine sand (A-3) with trace

CHANNEL BED MATERIAL(7) (SAMPLE RESULTS ATTACHED):

of silt, tan-gray silty fine sand (A’-2-4) and gray coarse sand (A~1-b)

CHANNEL BANK MATERIAL(8) (SAMPLE RESULTS ATTACHED): Gray fine sand (A-3) with trace of siit and clay,

tan-orange silty fine to coarse sandy clay (A-7-6) and tan-brown moderately organic silty coarse to fine sand (A-2-4)

CHANNEL BANK COVER(9):

Trees, underbrush and wooded swamp

FLOOD PLAIN WIDTH(10): 900 +/- feet on east side of river and 100 +/- feet on west side of river

FLOOD PLAIN COVER(11): _Trees, underbrush and wooded swamp

REPORTED BY:

%PMD QL»\ , DATE: _9/5/2005

Un?%

lNSTRUC IONS .

(1) GIVE THE DESCRIPTION OF THE SPECIFIC SITE GIVING ROUTE NUMBER AND BODY OF WATER CROSSED.

(2)  NOTE ANY EVIDENCE OF SCOUR AT THE EXISTING END BENTS OR ABUTMENTS (UNDERMINING,
SLOUGHING, SCOUR LOCATIONS, DEGRADATIONS, ETC.)

(3)  NOTE ANY EXISTING SCOUR PROTECTION (RIP RAP, ETC.)

(4)  DESCRIBE THE EXTENT OF ANY EXISTING SCOUR PROTECTION. _

(5) ~ DESCRIBE WHETHER OR NOT THE SCOUR PROTECTION APPEARS TO BE WORKING.

(6) NOTE ANY DAMS, FALLEN TREES, DEBRIS AT BENTS, ETC.

(7)  DESCRIBE THE CHANNEL BED MATERIAL: A SAMPLE SHOULD BE TAKEN FOR GRAIN SIZE DISTRIBUTION,
ATTACH LAB RESULTS.

(8)  DESCRIBE THE CHANNEL BANK MATERIAL: A SAMPLE SHOULD BE TAKEN FOR GRAIN SIZE
DISTRIBUTION, ATTACH LAB RESULTS.

(9) DESCRIBE THE BANK COVERING (GRASS, TREES, RIP RAP, NONE, ETC.

(10)  GIVE THE APPROXIMATE FLOOD PLAIN WIDTH (ESTIMATE).

(11) DESCRIBE THE FLOOD PLAIN COVERING (GRASS, TREES, CROPS, ETC.)

(12)  CHECK THE APPROPRIATE SPACE AS TO WHETHER THE STREAM IS DEGRADING OR AGGRADING

(13) DESCRIBE THE POTENTIAL OF THE BODY OF WATER TO MIGRATE LATERALLY DURING THE LIFE OF THE
BRIDGE (APPROXIMATELY 100 YEARS).

(14)  GIVE THE GEOTECHNICALLY ADJUSTED SCOUR ELEVATION EXPECTED OVER THE LIFE OF THE BRIDGE
(APPROXIMATELY 100 YEARS). THIS CAN BE GIVEN AS AN ELEVATION RANGE ACROSS THE SITE, OR ON
A BENT BY BENT BASIS WHERE VARIATIONS EXIST. DISCUSS RELATIONSHIP BETWEEN THE HYDRAULICS
THEORETICAL SCOUR AND THE GEOTECHNICALLY ADJUSTED SCOUR ELEVATION. THE GEOTECHNICALLY
ADJUSTED SCOUR ELEVEVATION IS BASED ON THE ERODABILITY OF MATERIALS WITH CONSIDERATION
FOR JOINTING, FOLIATION, BEDDING ORIENTATION AND FREQUENCY; CORE RECOVERY PERCENTAGE;
PERCENTAGE RQD; DIFFERENTIAL WEATHERING, SHEAR STRENGTH; OBSERVATIONS AT EXISTING
STRUCTURES: OTHER TESTS DEEMED APPROPRIATE; AND OVERALL GEOLOGIC CONDITIONS AT THE SITE.
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PROJECT #: 33567.1.1
COUNTY: Pender
DESCRIPTION:  Replacement of Bridge No.21 Over NE Cape Fear River on NC 210
CHANNEL BED CHANNEL BANK MATERIAL
MATERIAL
SAMPLE # SS-5 SS-1 SS-3 - SS8-13
RETAINED #4 0 0 0__ 0
PASSING #10 100 99 100 100
PASSING #40 98 84 94 94
PASSING #200 5 62 26 9
COARSE SAND 26 21 11 34
FINE SAND 70 19 67 58
SILT 2 16 13 4
CLAY 2 44 9 4
LL 27 56 40 25
PL N.P. 25 N.P. N.P.
AASHTO A-3(0) A7-6(17)| A-2-4(0) | A-3(0)
CLASSIFICATION '
STATION 30+66 28+92 29+82 38+12
OFFSET 24'LT 11'LT 15'LT 24"LT
DEPTH 5.8-7.3 3.9-54"' | 9.1-15.6' | 14.1-15.6'




Laboratory Report Version 4.2
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Laboratory Report Version 4.2

Particle Size Analysis of Soils
AASHTO T 88 as Modified by NCDOT

S&ME Project #: 1051-05-348

Report Date: 8/31/2005
Project Name: Bridge No. 21 on NC 210 over NE Cape Fear River Test Date(s): 08/26 - 08/31/2005
Client Name: NCDOT '
Client Address: :
State Project #: 33567.1.1 F.A. Project No: BRSTP-0210(4) TIP NO: B-4223
Boring #: Bi-A Sample #: SS-3 Sample Date: 8/9/2005
Location: 29+82 Offset: 15'LT Depth: 9.1-15.6
Sample Description:

Project Name: Bridge No. 21 on NC 210 Over NE Cape Fear River

Client Name: NCDOT.

Client Address:

State Project #: 33567.1.1 F.A. Project No: BRSTP-0210(4) TIP NO: B-4223

Boring #: B2-A Sample #: SS-5 ' Sample Date: 8/16/2005
Location: 30+66 Offset: 24' LT Depth: 5.8' - 7.3'

Sample Description: Gray-Brown Coars¢ to Fine SAND A-3(0)

Tan-Brown moderately organic silty coarse to fine SAND  A-2-4 (0)

\s:Defined by NCDOT. : Fine Sand

T AsDefimed byNCDOT. . <0.25 mm and > 0.05 mm
Gravel <75 mm and > 2.00 mm Silt < 0.05 and > 0.005 mm
Coarse Sand <2.00 mm and > 0.25 mm Clay <(.005 mm
‘Maximum Particle Size #4 Coarse Sand 25.5% ‘ Silt 3.0%
- Gravel  0.1% Fine Sand  70.1% : Clay  2.0%
Apparent Relative Density ' Moisture Content % Passing #200 52% -
Liquid Limit 27 Plastic Limit 0 Plastic Index N.P.

: <0.25 mm and > 0.05 mm
Gravel <75 mm and > 2.00 mm Silt <0.05 and > 0.005 mm
Coarse Sand <2.00 mm and > 0.25 mm Clay ~ <0.005 mm
Maximum Particle Size #10 Coarse Sand 11.2% Silt  13.0%
Gravel 0.0% Fine Sand 66.9% Clay 9.0%
Apparent Relative Density Moisture Content 91.1% % Passing #200  25.7%
Liquid Limit - 40 Plastic Limit 0 Plastic Index ~ N.P.

Soil Mortar (-#10 Sieve) :
Coarse Sand ~ 25.5% Fine Sand  70.2% Silt 2.6% Clay 1.7%

, Soil Mortar (-#10 Sieve) o
Coarse Sand 11.2% : Fine Sand = 66.9% ‘ Sit 12.7% Clay 92%

Description of Sand & Gravel Particles: ~ Rounded [ Angular O Hard & Durable [0  Soft [ Weathered & Friable

Description of Sand & Gravel Particles: Rounded O Angular [0 Hard & Durable 0  Soft [J Weathered & Friable [J

Mechanical Stirring Apparatus (A) Length of Dispersion Period: 1 min. Dispersing Agent: Sodium Hexametaphosphate: 40 g/ Liter

Mechanical Stirring Apparatus (A) Length of Dispersion Period: 1 min. Dispersing Agent: Sodium Hexametaphosphate: 40 g./ Liter
References: AASHTO T88: Particle Size Analysis of Soils as Modified by the NCDOT ' :
AASHTO T87: Dry Preparation of Disturbed Soil and Soil Aggregate Samples for Test
AASHTO T89: Determining the Liquid Limit of Soils

AASHTO M 145: The Classification of Soils and Soil Aggregate Mixtures for Highway Construction Purposes

AASHTO T265: Laboratory Determination of Moisture Content of Soils

AASHTO T90: Determining the Plastic Limit & Plasticity Index of Soils:
ASTM D 854: Specific Gravity of Soils

~ AASHTO M 145: The Classification of Seils and Soil Aggregate Mixtures for Highway Construction Parposes

References: AASHTO T88: Particle Size Analysis of Soils as Modified by the NCDOT
AASHTO T87: Dry Preparation of Disturbed Soil and Soil Aggregate Samples for Test
AASHTO T89: Determining the Liquid Limit of Soils '

AASHTO T265: Laboratory Determination of Moisture Content of Soils
AASHTO T90: Determining the Plastic Limit & Plasticity Index of Soils

Technical Responsibility: Mal Karajan Laboratory Supervisor
) Signature - Signature
S&ME, INC. 3109 Spring Forest Road, Raleigh, N.C. 27616  B2-A SS-5 Classification Revised.xls

- Technical Responsibility:

ASTM D 854: Specitic Gravity of Sils

Laboratory Supervisor
Signature : Signature

Mal Karajan

S&ME, INC. ‘3109 Spring Forest Road, Raleigh, N.C. 27616

B1-A S$8-3 Classification revised
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 SAME

8/31/2005

S&ME Project #: 1051-05-348 Report Date:

Project Name: Bridge No. 21 on NC 210 Over NE Cape Fear River Test Date(s):  08/26 - 08/31/2005
Client Name: NCDOT ’

Client Address: ‘

State Project #: 33567.1.1 F.A. Project No: BRSTP-0210(4) TIP NO: B-4223

Boring #: EB2-A Sample #: SS-13 Sample Date: 8/12/2005
Location: 38+12 Offset: 24' LT Depth: 14.1'- 15.6'

Sample Description:

A3 (0)

Gray fine sand

-~ As Definedby NCDOT "

; : ST Fine Sand < 0.25 mm and > 0.05 mm
Gravel <75 mm and > 2.00 mm Silt < 0.05 and > 0.005 mm
Coarse Sand <2.00 mm and > 0.25 mm Clay < 0.005 mm
Maximum Particle Size ~ #4 ' Coarse Sand . 33.7% Silt  4.0%
_ Gravel  0.3% Fine Sand  57.8% : Clay 4.0%
Apparent Relative Density Moisture Content % Passing #200.  9.3%
Liquid Limit 25 Plastic Limit 0 Plastic Index N.P.

Soil Mortar (-#10 Sieve)

4.0% : Clay

~ Coarse Sand ~ 33.8% FineSand  58.0% Silt - 4.2%
Description of Sand & Gravel Particles: ~ Rounded O Angular O Hard & Durable [0  Soft Weathered & Friable O
Mechanical Stirring Apparatus (A) Length of Dispersion Period: 1 min. Dispersing Agent: Sodium Hexametaphosphate: 40 g./ Liter

References: = AASHTO T88: Particle Size Analysis of Soils as Modified by the NCDOT
AASHTO T87: Dry Preparation of Disturbed Soil and Soil Aggregate Samples for Test
AASHTO T89: Determining the Liquid Limit of Soils

AASHTO M 145: The Classification of Soils and Soil Aggregate Mixtures for Highway Construction Purposes

AASHTO T265: Laboratory Determination of Moisture Content of Soils
AASHTO T90: Determining the Plastic Limit & Plasticity Index of Soils

ASTM D 854: Specific Gravity of Soils

Technical Responsibility: Mal Karajan

Signature

S&ME, INC.

3109 Spring Forest Road, Raleigh, N.C. 27616

Laboratory Supervisor

Signature

EB-2 SS-61 Classification.xis
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Photograph No. 1:

This photograph was taken from the west approach at proposed End Bent No. 1, along the
-L- alignment, looking east.

Photograph No. 2:

This photograph was taken from the right side of the existing bridge, looking east, along the
-L- alignment.

Photograph No. 3:
This photograph was taken from beneath the existing bridge, looking south.

Photograph No. 4:
This photograph was taken right of the -L- alignment, looking north.
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Photograph No. 5:
This photograph was taken from the right side of the -L- ahgnment looking north, across
proposed End Bent No. 1.

Photograph No. 7:
This photograph was taken from the right side of the -L- alignment, looking north, across
proposed Interior Bent No. 2.

Photograph No. 6:

This photograph was taken from the right side of the -L- alignment, looking north, across
proposed Interior Bent No. 1.

Photograph No. 8:

This photograph was taken from the right side of the -L- alignment, looking north, across
proposed Interior Bent No. 3.
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Photograph No. 9:
This photograph was taken from the right side of the -L- alignment, looking north, across
proposed Interior Bent No. 4.

Photograph No. 11:
This photograph was taken from the right side of the -L- alignment, looking north, across
proposed Interior Bent No. 6.

Photograph No. 10:

This photograph was taken from the right side of the -L- alignment, looking north, across
proposed Interior Bent No. 5.

Photograph No. 12:

This photograph was taken from the existing bridge, left of the -L- alignment, looking south,
across proposed Interior Bent No. 7.
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Photograph No. 13:
This photograph was taken from the existing bridge, left of the -L- alignment, looking south,
across proposed Interior Bent No. 8.

Photograph No. 15:

This photograph was taken from the existing bridge, left of the -L- alignment, looking south,
across proposed End Bent No. 2.

Photograph No. 14:
This photograph was taken from the existing bridge, left of the -L- alignment, looking south,
across proposed Interior Bent No. 9.

Photograph No. 16:
This photograph was taken from existing NC 210, looking west, toward the existing bridge
over the Northeast Cape Fear River.




PHOTOGRAPHIC RECORD

SHEET 26 OF 26
Bridge No. 21 Over the Northeast Cape Fear River on NC 210 ©

Photograph No. 17:

This photograph was taken from the right side of the existing bridge, looking west, along the
-L- alignment.




